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CL DITCH

18" CMP
i=621.75'

18" CMP-POSSIBLE LOCATION-NOT VERIFIED

TOP CENTER
OF STEEL PLATE
ELEV=630.85'
i=627.75 +- STRUCTURE

C.B. RIM
ELEV.= 633.2'

i=629.6 IN 18"CMP
i=629.55 OUT 18" CMP

C.B. RIM
ELEV.= 634.65'

i=630.4' IN 18"CMP
i=630.2' OUT 18" CMPC.B. RIM

ELEV.= 634.5'
i=631.1' OUT 18"CMP

WW FENCE

WOODEN STOCKADE FENCE

CL FENCE

18" CMP POSSIBLE LOCATION
NOT VERIFIED
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HOUSE

GARAGE

HOUSE

ALTONA
TOWN GARAGE

AND OFFICE
BUILDING
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ELEV.=634.2'+-

GARAGE FFE
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C.B. RIM
ELEV.= 635.45'

C.B. RIM
ELEV.= 635.0'

STORM MANHOLE RIM
ELEV.= 633.2'-BURIED
POSSIBLE LOCATION
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ELEV.=632.96'
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NOTES:

1. INFORMATION SHOWN HEREON WAS COMPILED FROM AN ACTUAL FIELD SURVEY CONDUCTED DURING THE MONTH
OF JANUARY, 2024 UNDER WINTER CONDITIONS.  SPRING SITE VERIFICATION IS RECOMMENDED.

2. THE BASIS OF BEARING IS GRID NORTH, NEW YORK STATE PLANE NAD83, EAST ZONE AND VERTICAL DATUM IS
NAVD88 (GEOID 12B) DERIVED FROM GPS RTK UTILIZING NYS DOT RTN CORS NETWORK.

3. UNDERGROUND UTILITIES SHOWN HEREON ARE NOT CERTIFIED TO.  WHILE EVERY EFFORT WAS MADE TO PLOT
UNDERGROUND FACILITIES, STRUCTURES AND UTILITIES FROM FIELD INVESTIGATIONS AS WELL AS DATA OBTAINED
FROM PREVIOUS MAPS, RECORD UTILITY DRAWINGS AND UTILITY FIELD MARKOUTS, THERE MAY BE OTHER
UNDERGROUND UTILITIES, THE EXISTENCE OF WHICH ARE NOT KNOWN TO THE UNDERSIGNED. IT IS THE
CONTRACTORS RESPONSIBILITY TO VERIFY THE EXISTENCE, SIZE AND LOCATION OF ANY UNDERGROUND UTILITIES
AND STRUCTURES SHOWN OR NOT SHOWN HEREON.  DIG SAFELY NEW YORK MUST BE NOTIFIED PRIOR TO
CONDUCTING TEST BORINGS, EXCAVATION AND CONSTRUCTION.

4. THIS SURVEY AND THE CERTIFICATION HEREON SHALL BE VALID ONLY TO THE PARTY OR PARTIES HEREON NAMED
AND ARE NOT TRANSFERABLE TO ADDITIONAL INSTITUTIONS OR SUBSEQUENT OWNERS, OTHER THAN AS MAY BE
OR EXPRESSLY STATED HEREON.

5. ONLY TITLE SURVEYS BEARING THE MAKERS EMBOSSED SEAL SHOULD BE RELIED UPON SINCE COPIES OTHER THAN
EMBOSSED-SEAL COPIES MAY CONTAIN UNAUTHORIZED AND UNDETECTABLE MODIFICATIONS, DELETIONS,
ADDITIONS AND CHANGES.

NY L.S. No. 051131MARK A. DAY

MAP REFERENCES:

1. MAP ENTITLED "SURVEY MAP SHOWING CERTAIN LANDS OF TOWN OF ALTONA, MINER FARM ROAD - DEVILS DEN
ROAD, TOWN OF ALTONA, CLINTON COUNTY, NEW YORK" DATED 6/14/04 BY DEAN LASHWAY.

2. MAP ENTITLED "PLOT PLAN & SURVEY OF PARTITION LINE OF LAND OF MRS. MELVINA WEST, PART SOLD TO:
STEPHEN & BARBARA DEYO, EAST SIDE RTE. 191 IN ALTONA, TOWN OF ALTONA, CLINTON CO., N.Y." DATED
4/10/67 BY R.H. LADUE.

3. MAP ENTITLED " MAP SHOWING PART OF LANDS OF MARGUERETTE E. STARK, HAMLET OF ALTONA, TOWN OF
ALTONA, CLINTON CO., N.Y." DATED 6/6/72 BY GEORGE BARBER.

4. MAP ENTITLED "SURVEY MAP SHOWING LANDS OWNED BY AND A PORTION TO BE CONVEYED BY JEROME & JOYCE
DOWD, OLD RT. 191, TOWN OF ALTONA, CLINTON CO., N.Y." DATED 12/4/91 BY D.A. JOLLY.
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LOIS STARK BEACH

INST. #2014-00269108
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C    Copyright AEDA Engineering &
Surveying PLLC All rights reserved.
Unauthorized duplication is a violation
of applicable laws.

This document, and the ideas and designs
incorporated herein, as an instrument of
professional service, is the property of
AEDA Engineering & Surveying PLLC and is
not to be used, in whole or in part, for
any other project without the written
authorization of AEDA Engineering &
Surveying PLLC

It is a violation of the State Education
Law for any person, unless acting under
the direction of a licensed
surveyor, to alter an item
in any way.

Only copies from the original of this map
bearing an original signature and the
embossed seal of the  preparer shall be
considered to be true and valid copies.
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APPROX. FOOTPRINT OF PREVIOUSLY
DEMOLISHED BUILDING, FILLED &
COMPACTED W/ BANK RUN SAND

EXISTING UTILITY POLE & OVERHEAD
ELECTRICAL LINES TO BE REMOVED

PORTION OF EXISTING
SIDEWALK TO BE REMOVED

TYP. REMOVE ASPHALT PAVEMENT, GRAVEL
SUBBASE MATERIAL TO BE STORED ON
PROJECT FOR RE-USE, VERIFY EXACT

LOCATION OF SUBBASE STORAGE W/ OWNER

EXISTING BLOCK DRAINAGE STRUCTURE &
CMP DRAIN CULVERT BEYOND NEW

DRAINAGE MANHOLE TO BE REMOVED

APPROX. LOCATION OF
EXISTING CAPPED &
ABANDONED WATER SERVICE

W

W

W

W

APPROX. LOCATION OF FORMER SEPTIC TANK PREVIOUSLY REMOVED &
EFFLUENT PIPE CAPPED, CONTINUATION OF ABANDONED EFFLUENT

PIPE & ASSOCIATED SEPTIC DISPOSAL AREA ARE UNKNOWN.
CONTRACTOR TO COORDINATE W/ ENGINEER SHOULD EXISTING
SEPTIC SYSTEM COMPONENTS BE ENCOUNTERED THROUGHOUT

DEMOLITION/CONSTRUCTION

EXISTING PORTION OF PARKING LOT TO BE EVALUATED FOR
POTENTIAL TO RE-USE EXISTING PAVEMENT OUTSIDE OF

FORMER  BUILDING DEMOLITION PAVEMENT REMOVAL LIMITS

C100

SITE
DEMOLITION
PLAN

DATE

DRAWN BY

CHECKED BY

PROJECT NO.

1 2 3 4

D

1 2 3 4 5

D

C

B

AA

B

C

5

COPYRIGHTÉ - ARCHITECUTRAL &
ENGINEERING DESIGN ASSOCIATES, P.C.

HAS THE EXCLUSIVE RIGHT TO
REPRODUCE THE WORK, TO MAKE
DERIVATIVE USE OF IT, TO GRANT

LICENSES TO USE THE WORK, TO SELL
THE WORK AND TO OTHERWISE DEAL
WITH THE COPYRIGHT THROUGH THE
LIFE OF THE COPYRIGHT OWNER AND

FOR 50 YEARS BEYOND(UNLESS NOTED
OTHERWISE) - UNAUTHORIZED

ALTERATIONS  AND/OR ADDITIONS TO
THIS DRAWING BEARING A LICENSED

ARCHITECT'S OR ENGINEER'S SEAL IS A
VIOLATION OF SECTION 7209,

SUBDIVISION 2, OF THE NEW YORK STATE
EDUCATION LAW. ONLY COPIES FROM

THE ORIGINAL OF THIS DRAWING
BEARING THE ORIGINAL ARCHITECT'S OR
ENGINEER'S SEAL AND SIGNATURE SHALL

BE CONSIDERED VALID TRUE COPIES.
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ASPHALT PAVEMENT TO BE
REMOVED & CONVERTED TO LAWN

ASPHALT PAVEMENT TO BE
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IMPERVIOUS SURFACE
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PLAN REFERENCE NOTE
PROJECT PARCEL TAX MAP ID 89.1-2-27 & 89.1-2-31 AS REFERENCED FROM THE FOLLOWING:
¶ BOUNDARY, EASEMENT, AND EXISTING CONDITIONS INFORMATION SHOWN HEREIN IS

REFERENCED FROM "BOUNDARY AND TOPOGRAPHIC PLAN OF TAX LOTS 89.1-2-27 &
89.1-2-31 FOR THE TOWN OF ALTONA", AS PREPARED BY AEDA ENGINEERING &
SURVEYING PLLC, DATED 03/01/24.

PAVEMENT REMOVAL NOTE
ALL AREAS WHERE PRE-EXISTING PAVEMENT IS TO BE REPLACED WITH NEW IMPERVIOUS AREA (PAVED PARKING & CONCRETE WALK/CURB) SHALL
BE STRIPPED DOWN TO APPROPRIATE DEPTH FOR NEW IMPERVIOUS SURFACE INSTALLATION INCLUDING BUT NOT LIMITED TO GEOTEXTILE FABRIC,
GRAVEL SUBBASE, & ASPHALT/CONCRETE PAVING.
EXISTING GRAVEL SUBBASE LOCATED BELOW PROPOSED PAVING SHALL REMAIN AS A MEANS OF MAINTAINING A STABILIZED GRAVEL SURFACE
THROUGHOUT CONSTRUCTION. SUCH MEASURES ARE CONSIDERED AN ACCEPTABLE MEANS BY WHICH THE STABILIZED AREA MAY BE SUBTRACTED
FROM THE TOTAL DISTURBANCE AREA FOR PERMITTING OF STORMWATER DISCHARGE UNDER NYSDEC GENERAL PERMIT GP-0-20-001. TOTAL
DISTURBANCE AREA IS AS SUMMARIZED BELOW:
¶ PROJECT WORK AREA (AS SHOWN ON PLAN) = 1.71 ACRES
¶ EXISTING PAVED SURFACE REPLACEMENT AREA = 0.73 ACRES
¶ TOTAL AREA OF PROPOSED DISTURBANCES (LESS PAVEMENT REPLACEMENT AREA) = 0.98 ACRES

CONCRETE SIDEWALK TO BE
REMOVED & REPLACED

TYP. PRE-EXISTING PAVEMENT AREA TO BE
STRIPPED DOWN AT SUITABLE DEPTH TO

MAINTAIN EXISTING GRAVEL SUBBASE
THROUGHOUT CONSTRUCTION WHERE NEW

PAVEMENT IS TO BE INSTALLED, SEE
PAVEMENT REMOVAL NOTE

TYP. PRE-EXISTING PAVEMENT AREA TO BE
STRIPPED DOWN FULL DEPTH & RESTORED
TO LAWN W/ TOPSOIL & SEED, SEE LAWN
RESTORATION NOTES

LAWN RESTORATION NOTES
1. AFTER PAVEMENT & SUBBASE REMOVAL, TILL SUBGRADE TO LOOSEN COMPACTED SOILS.
2. FILL TO GRADE WITH 4 INCHES OF TOPSOIL TO BE FLUSH WITH ADJACENT GRADE &

NEW FINISH GRADE ELEVATIONS,  GRASS SEED, AND 1 INCH OF HAY MULCH.

DEMOLITION NOTES
1. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING CONDITIONS AS WELL AS ESTABLISHING A BENCHMARK FOR DEVELOPING NEW GRADES.
2. INSTALL CATCH BASIN SEDIMENT CONTROL MEASURES PRIOR TO START OF DEMOLITION AND MAINTAIN THROUGHOUT WORK.
3. CONTRACTOR SHALL VERIFY EXITING GRADE ELEVATIONS TO BE MAINTAINED AS FINAL GRADES UNLESS NOTED OTHERWISE.
4. CONTRACTOR SHALL VERIFY SIZE AND LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION, TAKE PRECAUTIONS TO AVOID

DISTURBANCE TO ANY UNDERGROUND AND OVERHEAD UTILITIES.
5. CONTRACTOR SHALL ENSURE THAT ALL SUBBASE SURFACES DRAIN & ALL SITE AREAS ARE FREE OF STANDING WATER BEFORE, DURING, AND

AFTER PAVING OPERATIONS.
6. CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS. REPORT DISCREPANCIES TO THE OWNER/ENGINEER BEFORE PROCEEDING WITH WORK.
7. COORDINATE WITH MUNICIPALITY FOR DEMOLTION PERMITTING, INSPECTION, ETC. THROUGHOUT CONSTRUCTION.
8. PROTECT EXISTING ITEMS WHICH ARE TO REMAIN, REPAIR ANDY DAMAGE CAUSED DURING DEMOLITION OR CONSTRUCTION TO THE

SATISFACTION OF THE OWNER. ALL COST FOR REPAIR WORK SHALL BE BORN BY THE CONTRACTOR.
9. AN INDEPENDENT TESTING AGENCY SECURED BY THE OWNER WILL PERFORM FIELD QUALITY CONTROL TESTS INCLUDING BUT NOT LIMITED TO

GRAVEL COMPACTION TESTING DURING GRAVEL SUBBASE BACKFILL OPERATIONS. COORDINATE WITH OWNER AND TESTING AGENCY 48 HOURS IN
ADVANCE OF MATERIALS SUBJECT TO TESTING REQUIREMENTS.

10. SUBBASE TO BE RESHAPED & COMPACTED. COMPACT SUBBASE TO AT LEAST 95 PERCENT RELATIVE COMPACTION WITH RESPECT TO MODIFIED
PROCTOR MAXIMUM DENSITY AS DETERMINED BY ASTM D 1557.

11. THE POTENTIAL EXISTS TO ENCOUNTER CONTAMINATED/IMPACTED SOIL WITHIN THE EXTENTS OF FORMER TRUCK BAY TRENCH SUMP DRAIN. IF
ENCOUNTERED, WORK MUST IMMEDIATELY STOP AND THE ENGINEER CONTACTED FOR CONFIRMATION AND PROPER REPORTING AS REQUIRED BY
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION RULES AND REGULATIONS.
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APPROX. LOCATION OF EXISTING UNDERGROUND
PIPING TO DRAINAGE SWALE FROM FORMER
TRUCK BAY TRENCH DRAIN SUMP, VERIFY IN
FIELD & COORDINATE W/ ENGINEER FOR PIPE
AND/OR CONTAMINATED SOILS REMOVAL, SEE
DEMOLITION NOTE # 11

TEMPORARY 6' HEIGHT GALV. CHAIN LINK
FENCING & MAIN ENTRANCE GATE ALONG

SOUTH & PARTIAL WEST SIDES OF PROPERTY

TEMPORARY 3' HEIGHT SNOW FENCING
ALONG REMAINDER OF WEST, EAST, &

NORTH SIDES OF PROPERTY
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APPROX. LOCATION OF NEW SEWAGE
DISPOSAL SYSTEM, SEE DRAWING C201

FOR MORE INFORMATION

NEW TOWN HALL SIGN
BOARD [ALTERNATE 01]

TYP. NEW GREENSPACE UPON REMOVAL OF
EXISTING ASPHALT PAVED PARKING LOT,
SEE PAVEMENT REMOVAL NOTE ON C105

TYP. NEW FULL RECONSTRUCTION OF
ASPHALT PAVED PARKING LOT, SEE

PAVEMENT REMOVAL NOTE ON C105

TYP. NEW 6' WIDE CONC.
SIDEWALK W/ 6" CONC. CURB

EXISTING PARKING LOT TO BE EVALUATED FOR
POTENTIAL TO RE-USE EXISTING PAVEMENT

OUTSIDE OF FORMER  BUILDING DEMOLITION
PAVEMENT REMOVAL LIMITS

PUBLIC
PARKING LOT

TYP. NEW
CURB RAMP

NEW CONCRETE SIDEWALK
ALONG ROAD FRONTAGE

50' RIGHT-OF-WAY RESERVED
FOR JOYCE DOWD

EXISTING WOOD PRIVACY
FENCE TO REMAIN

O
H

E

EXISTING LEANTO & FENCE EXTENDS
ONTO SUBJECT PARCEL

EXISTING PAVED
DRIVEWAY TO REMAIN

SEE WELL SCOPE
NOTES
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NEW PAD-MOUNTED TRANSFORMER W/ CONCRETE VAULT & ELECTRIC SERVICE
TO NEW BUILDING, TO BE COORDINATED WITH UTILITY PROVIDER (BY E.C.),

G.C. TO EXCAVATE & INSTALL 6" MIN. COMPACTED STONE BEDDING &
BACKFILL FOR E.C. PROVIDED CONCRETE TRANSFORMER VAULT
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NEW 4' HIGH WOOD
POST & RAIL FENCE

NEW 'EMPLOYEE
PARKING ONLY' SIGN

SAWCUT EXISTING PAVEMENT IN CLEAN, STRAIGHT LINE
AT LIMITS SHOWN, EXISTING ON-SITE PAVEMENT TO BE
REMOVED AS IDENTIFIED HEREIN

TYP. NEW UNDERGROUND ELECTRICAL CONDUITS W/ PULL STRINGS
& HANDHOLE TERMINATION FOR FUTURE STANDBY GENERATOR

(TRENCHING & BACKFILL TO SUBBASE, BEDDING, CONDUITS BY E.C.;
FINAL TOPSOIL/SUBBASE BACKFILL, COMPACTION BY G.C.)

SL SL
SL SL

TYP. OF (4) EXISTING MAILBOXES FASTENED TO UTILITY
POLE TO BE TEMPORARILY RELOCATED FOR

CONTINUED USE THROUGHOUT CONSTRUCTION &
RETURNED TO ORIGINAL LOCATION UPON COMPLETION

SAWCUT & REMOVE PORTIONS OF EXISTING
PAVEMENT FOR ELECTRICAL CONTRACTOR'S
UNDERGROUND CONDUIT INSTALLATION TO

EXISTING UTILITY POLE. INFILL, PATCH, &
REPAIR PAVEMENT UPON CONDUIT INSTALLATION

11'-6"

TYP. NEW RECONSTRUCTION OF
ASPHALT PAVED PARKING LOT AS
NEEDED FROM FORMER BUILDING
DEMOLITION PAVEMENT REMOVAL

TYP. NEW 6'x9'
TRASH CART PAD

GRAVEL SURFACED
PUBLIC PARKING LOT

(TYP. OF 24 AVAILABLE SPACES)
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NEW BUILDING COVERAGE

NEW OPEN SPACE
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LOIS STARK BEACH

TAX MAP PARCEL # 89.1-2-28
INST. #2014-00269108

LANDS N/F
TOWN OF ALTONA

TAX MAP PARCELS 89.1-2-27 & 89.1-2-31
AREA = 2.01 ACRES

LANDS N/F
FRANCIS MENARD

LAING HINSON
TAX MAP PARCEL # 89.1-2-29

BOOK 692 PAGE 90

LANDS N/F
YVONNE & PATRICK CASKA

TAX MAP PARCEL # 89.1-2-30
INST. #2011-00240397

LANDS N/F
STEPHEN & BARBARA DEYO

TAX MAP PARCEL # 89.1-2-32
BOOK 500 PAGE 510

LANDS N/F
JOANNE NEPHEW

TAX MAP PARCEL # 89.1-2-11
INST. #2021-00319277

LANDS N/F
JAMIE & LESLIE LABARGE

TAX MAP PARCEL # 89.1-2-26
INST. #1999-00117423

LANDS N/F
KEITH RABIDEAU

TAX MAP PARCEL # 89.1-2-25
INST. #2019-0304894
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PARCEL NOTES:
1. PROPOSED USE: PUBLIC FACILITY
2. (*) DENOTES PRE-EXISTING, NON-CONFORMING ATTRIBUTES OF THE EXISTING BUILDING &

AND SITE ATTRIBUTES.

PROPOSED PROJECT:
CONSTRUCTION OF A Ñ5,500 SF MUNICIPAL
TOWN HALL WITH PARKING LOT, WATER &
SEWER UTILITIES, AND ASSOCIATED SITE
IMPROVEMENTS.

PARKING NOTES:
1. PARKING REQUIRED PER ZONING SECTION 425: TOTAL = 54 SPACES
¶ PARKING REQUIREMENT BASED ON 1,676 SFÑ PUBLIC ASSEMBLY SPACE x 1 SPACE PER

50 SF = 34 SPACES
¶ 3,824 SFÑ x 1 SPACE PER 200 SF FOR PROFESSIONAL OFFICES =  20 SPACES

2. PARKING PROVIDED: TOTAL = 74 SPACES
¶ PAVED PARKING LOT = 50 SPACES
¶ OVERFLOW GRAVEL PARKING LOT = 24 SPACES

3. ACCESSIBLE PARKING SPACES ARE REQUIRED AT A RATE OF 1 ACCESSIBLE SPACE PER
EVERY 25 TOTAL PARKING SPACES IN ACCORDANCE WITH TABLE 208.2 OF THE ADA
STANDARDS FOR ACCESSIBLE DESIGN

USE BASED SCHEDULE NOTES:
USE BASED PER ZONING ORDINANCE SECTION 320: PUBLIC FACILITY

SERVICE DISTRICTS:
1. FIRE - ALTONA FIRE DISTRICT
2. WATER - PRIVATE
3. SEWER - PRIVATE

40,000 SF

50 FT

30 FT

50 FT
35 FT

87,439 SF

66 FT

25 FT*

100 FT
<35 FT

87,439 SF

66 FT

40 FT

120 FT
24 FT

MIN. LOT SIZE

MIN. FRONTAGE
MIN. GREEN SPACE BUFFER
MIN. FRONT YARD SETBACK
MIN. SIDE YARD SETBACK
MIN. REAR YARD SETBACK
MAX. BUILDING HEIGHT

DESCRIPTION

ZONED - "H" HAMLET DISTRICT

REQUIRED EXISTING PROVIDED

ZONING SCHEDULE

PARCEL OWNER/APPLICANT:
TOWN OF ALTONA
3124 MINER FARM ROAD
ALTONA, NY 12910

PROJECT PARCELS:
TAX MAP ID 89.1-2-27
TAX MAP ID 89.1-2-31

200 FT 66 FT* 66 FT*MIN. LOT WIDTH

30 FT 5 FT* 11 FT

10 FT 0 FT* 0 FT*MIN. OFF-ROAD PARKING SETBACK

30 FT 0 FT* 0 FT*

MINER FARM ROAD

D
E

V
ILS

 D
E

N
 R

O
A

D

DATEBY#

REVISIONS

GENERAL CONTRACTOR SHALL TRENCH FROM WELL CASING PITLESS ADAPTER TO NEW BUILDING FOUNDATION WALL PENETRATION LOCATION.
INSTALL NEW 1-1/2" DIA. DR11 HDPE FROM WELL INSTALLER'S TERMINATION POINT TO BUILDING PENETRATION LOCATION, MAINTAINING A
MINIMUM F 5FT OF COVER OVER PIPE, AND LEAVE 20 LF ADDITIONAL COILED AT FOUNDATION. INSTALL A 3" DIA. SLEEVE IN FOUNDATION WALL
DIRECTLY SITTING ON TOP OF FOOTING, EXACT LOCATION TO BE COORDINATED WITH PLUMBING CONTRACTOR. BACKFILL TRENCH AFTER
PLUMBING CONTRACTOR TERMINATES COILED PIPE INSIDE OF BUILDING'S WATER SERVICE CLOSET.

WELL SCOPE NOTES

THE GENERAL CONTRACTOR SHALL APPLY FOR, PAY FEES, AND OBTAIN A HIGHWAY WORK PERMIT FOR NON-UTILITY WORK PRIOR TO THE START
OF ANY WORK IN THE COUNTY ROUTE 23 RIGHT-OF-WAY. AS SHOWN ON DRAWING C103, AT THE TIME OF INSTALLATION OF NEW DRAIN
MANHOLE DMH1, THE G.C. SHALL COORDINATE FOR AN INSPECTION BY THE CLINTON COUNTY HIGHWAY DEPARTMENT.

CLINTON COUNTY HIGHWAY WORK PERMIT NOTES
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COUNTY ROUTE 23
(MINER FARM ROAD)
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NEW TOWN HALL BUILDING
Ñ5,500 SF

EXISTING
HOUSE

EXISTING
HOUSE

R5'-0"

R5'-
0"

R27
'-0

"

TYP. NEW ACCESSIBLE
PARKING SPACES & AISLE

ROOF OVERHANG

NEW HEAVY DUTY
CONCRETE SIDEWALK
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TYP. NEW BOLLARDS
SPACED EVENLY 2 FT OFF

CONC. PAD EDGE
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COPYRIGHTÉ - ARCHITECUTRAL &
ENGINEERING DESIGN ASSOCIATES, P.C.

HAS THE EXCLUSIVE RIGHT TO
REPRODUCE THE WORK, TO MAKE
DERIVATIVE USE OF IT, TO GRANT

LICENSES TO USE THE WORK, TO SELL
THE WORK AND TO OTHERWISE DEAL
WITH THE COPYRIGHT THROUGH THE
LIFE OF THE COPYRIGHT OWNER AND

FOR 50 YEARS BEYOND(UNLESS NOTED
OTHERWISE) - UNAUTHORIZED

ALTERATIONS  AND/OR ADDITIONS TO
THIS DRAWING BEARING A LICENSED

ARCHITECT'S OR ENGINEER'S SEAL IS A
VIOLATION OF SECTION 7209,

SUBDIVISION 2, OF THE NEW YORK STATE
EDUCATION LAW. ONLY COPIES FROM

THE ORIGINAL OF THIS DRAWING
BEARING THE ORIGINAL ARCHITECT'S OR
ENGINEER'S SEAL AND SIGNATURE SHALL

BE CONSIDERED VALID TRUE COPIES.

1246 RT. 3 - P.O. BOX 762
PLATTSBURGH, NEW YORK, 12901

T: 518.562.1800
F:518.562.1702

E: JAA@AEDAPC.COM

ARCHITECTURAL & ENGINEERING
DESIGN ASSOCIATES, P.C.
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SITE LAYOUT PLAN
SCALE: 1" = 20'

1. CONTRACTOR TO VERIFY LOCATION AND SIZES OF ALL EXISTING  UNDERGROUND UTILITIES PRIOR TO CONSTRUCTION
(COORDINATE W/ UFPO @ 800-962-7962 OR PROPERTY OWNER IF AREA NOT RECOGNIZED BY UFPO).

2. ALL EXCAVATIONS SHALL BE BACKFILLED TO EXISTING GRADE AT THE END OF EACH WORK DAY.  EXCAVATIONS NOT
BACKFILLED SHALL BE  FENCED OFF AND PROTECTED AS REQUIRED OR ORDERED BY THE ENGINEER.

3. THE PLANS SHOW SUBSURFACE STRUCTURES, ABOVE GROUND STRUCTURES, AND/OR UTILITIES FROM FILED LOCATIONS
AND RECORD MAPPING.  EXACT LOCATIONS OF THESE ITEMS MAY VARY FROM THE LOCATIONS INDICATED.  CONTRACTOR
SHALL VERIFY ALL DIMENSIONS, ELEVATIONS AND RELATIONS TO OTHER WORK AND ALL EXISTING UTILITIES PRIOR TO
CONSTRUCTION & NOTIFY THE ENGINEERS IN WRITING OF ANY DISCREPANCIES.

4. THE CONTRACTOR'S WORK SHALL NOT VARY FROM THE PLANS WITHOUT WRITTEN APPROVAL OF THE ENGINEER.
5. IN SO FAR AS PRACTICABLE, EXISTING VEGETATION SHALL BE PRESERVED UNTIL PERMANENT VEGETATIVE COVER CAN BE

ESTABLISHED. FOLLOWING COMPLETION OF CONSTRUCTION ALL PORTIONS OF THE SITE DISTURBED BY THE CONTRACTOR
SHALL RECEIVE TOPSOIL, SEED AND MULCH. CONTRACTOR TO ENSURE ESTABLISHMENT OF VEGETATIVE COVER ON ALL
EXPOSED SOIL AREAS.

6. DITCH LINES DISTURBED DURING CONSTRUCTION SHALL BE REGRADED TO ORIGINAL SLOPES, DEPTHS, AND INVERTS AS
SOON AS PRACTICAL AFTER CONTRACT WORK IS COMPLETED.

7. IN NO CASE SHALL ERODIBLE MATERIALS BE STOCKPILED WITHIN 25 FEET OF ANY DITCH, STREAM OR OTHER SURFACE
WATER BODY.

8. THE CONTRACTOR SHALL RESTORE LAWNS, DRIVEWAYS, CULVERTS, SIGNS AND OTHER PUBLIC OR PRIVATE PROPERTY
DAMAGED OR REMOVED TO AT LEAST AS GOOD A CONDITION AS BEFORE BEING DISTURBED.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND INCURRING THE COST OF ALL REQUIRED PERMITS,
INSPECTIONS, CERTIFICATES, ETC. AND SHALL COMPLY WITH ALL REQUIRED PERMITS.

10. ALL WORK SHALL BE DONE IN STRICT COMPLIANCE WITH ALL APPLICABLE NATIONAL, STATE, AND LOCAL CODES,
STANDARDS, ORDINANCES, RULES AND REGULATIONS.

11. PRIOR TO THE START OF CONSTRUCTION STRAW BALE CHECK DAMS AND SILT FENCE SHALL BE INSTALLED AS INDICATED
WITH ADDITIONAL INSTALLED AS FIELD CONDITIONS DICTATE.  ALL EROSION CONTROL MEASURES SHALL BE KEPT IN GOOD
CONDITION UNTIL FINAL VEGETATIVE COVER IS ESTABLISHED, AT WHICH TIME THE CONTRACTOR SHALL REMOVE ALL
TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES.

12. THE CONTRACTOR SHALL INSPECT AND MAINTAIN THE INTEGRITY AND  FUNCTION OF ALL TEMPORARY EROSION CONTROL
MEASURES  THROUGHOUT THE DURATION OF THE DEVELOPMENT PROCESS TO  ASSURE PROPER FUNCTION. SILTATION
BARRIERS SHALL BE MAINTAINED  IN GOOD CONDITION AND REINFORCED, EXTENDED, REPAIRED,  RE-SEEDED AND
PROTECTED FROM FURTHER EROSION. ALL  ACCUMULATED SEDIMENT SHALL BE REMOVED AND CONTAINED IN  APPROPRIATE
SPOIL AREAS. WATER SHALL BE APPLIED TO NEWLY  SEEDED AREAS AS NEEDED UNTIL GRASS COVER IS WELL   ESTABLISHED.
TO EFFECTIVELY CONTROL WIND EROSION, WATER SHALL  BE APPLIED TO ALL EXPOSED SOILS AS NECESSARY UNTIL
GROUND COVER IS PERMANENTLY ESTABLISHED.

13. THE CONTRACTOR SHALL MAINTAIN IN PLACE ALL BURIED UTILITIES INCLUDING BUT NOT LIMITED TO PIPES, DRAINAGE
CULVERTS, AND UNDERGROUND TELEPHONE AND ELECTRIC UNLESS OTHERWISE NOTED ON THE PLANS, AND SHALL ASSUME
ALL COSTS AND EXPENSES FOR DAMAGES CAUSED DURING CONSTRUCTION.  UNLESS OTHERWISE SPECIFIED, ANY AND ALL
DAMAGES SHALL BE REPAIRED WITH THE SAME OR BETTER MATERIALS, AT THE CONTRACTORS EXPENSE.

14. THE CONTRACTOR SHALL AT ALL TIMES EXERCISE CAUTION IN HIS OPERATION AND PROVIDE FOR THE SAFETY AND
PROTECTION OF ALL PERSONS ON OR ABOUT THE SITE.  ALL PROVISIONS OF JOB SAFETY AND HEALTH STANDARDS AS
REQUIRED BY THE OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) AND THE NYS DEPARTMENT OF LABOR
SHALL BE OBSERVED BY THE CONTRACTOR.

15. ALL PROPOSED UTILITIES AND APPURTENANCES TO BE CONSTRUCTED IN COMPLIANCE WITH THE LOCAL MUNICIPALITIES
CODE & STANDARDS GOVERNING THE INSTALLATION OF SUCH UTILITIES.

16. MISCELLANEOUS WORK NOT SPECIFICALLY SHOWN ON THE CONTRACT DRAWINGS SUCH AS PATCHING, BLOCKING,
TRIMMING, ETC. SHALL BE PERFORMED AS REQUIRED TO MAKE THE WORK COMPLETE.

17. IT IS THE CONTRACTORS RESPONSIBILITY TO EXAMINE ALL PLAN SHEETS AND TO COORDINATE WORK WITH ALL OTHER
CONTRACTORS AND PROPERTY OWNER FOR THE SITE.

18. PRIOR TO CONSTRUCTION THE CONTRACTOR SHALL STAKE OUT ALL ELEMENTS OF THE PROJECT (ENGINEER TO FIELD
VERIFY LOCATIONS).

19. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DEWATERING AND THE MAINTENANCE OF SURFACE DRAINAGE DURING
CONSTRUCTION.  CONTRACTOR SHALL MAINTAIN EXISTING SITE DRAINAGE PATTERNS THROUGHOUT CONSTRUCTION.

20. ALL FRAMES/COVERS WITHIN PAVED AREAS SHALL HAVE THE TOPS SET FLUSH WITH EXISTING PAVEMENT GRADE.  IN
LANDSCAPED AREAS, ALL FRAMES SHALL BE 0.1' ABOVE GRADE.

GENERAL NOTES
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12"ST

EXISTING / NEW WATER CURB STOP

EXISTING / NEW BUILDING

EXISTING / NEW CONCRETE SIDEWALK / PAD

EXISTING / NEW WATER SERVICE

EXISTING / NEW SEWER SERVICE

EXISTING / NEW CONCRETE CURB (FULL / DROP)

D

BUILDING SETBACKS

EXISTING / NEW FIRE HYDRANTH

EXISTING / NEW UTILITY POLE

Y

EXISTING / NEW DITCH CENTERLINE

s

EXISTING / NEW TREE LINE

EXISTING / NEW MANHOLE

EXISTING / NEW PROPERTY LINE

EXISTING / NEW OVERHEAD UTILITIES

EXISTING / NEW PAVEMENT

EXISTING / NEW EASEMENT BOUNDARY

101 EXISTING GRADE CONTOUR

102 FINISHED GRADE CONTOUR

W

s

H Y D

OHEOHE

W W

SS

uge uge

G

EXISTING / NEW UNDERGROUND UTILITIES

G EXISTING / NEW GAS MAIN

EXISTING / NEW GRAVEL

EXISTING / NEW STORM DRAIN

PROPERTY LINE ABUTTERS

W

EXISTING / NEW MANHOLE

EXISTING / NEW WELL

LEGEND

DATEBY#

REVISIONS

APPROX. LOCATION & SIZE OF CONCRETE PAD FOR
EXTERIOR HEAT PUMP EQUIPMENT, COORDINATE W/

MECHANICAL CONTRACTOR FOR SIZING & PLACEMENT
OF CONCRETE PAD(S) PER ACTUAL EQUIPMENT

SELECTION/ REQUIREMENTS
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COUNTY ROUTE 23
(MINER FARM ROAD)

O
H

E

NEW TOWN HALL BUILDING
Ñ5,500 SF

F.F.E.= 635.17

EXISTING
HOUSE

EXISTING
HOUSE

D

xff635.17
ts635.15

x tc634.83
bc634.33x634.95 x634.03 x633.071.5% 4%

x tc634.35
bc634.33

x tc634.35
bc634.33

x tc634.83
bc634.33

x634.03 x633.07

628

1.5%

4%

x633.15 x632.672%
x tc633.57

bc633.55

x634.47

x634.95

4%

x tc634.35
bc633.85

x634.17

2%

2%

x633.67

2%

x tc634.05
bc633.67

x634.95

x633.94 x tc633.82
bc633.32

x632.00
3%

4%

x tc634.83
bc634.33

x634.15 x tc634.03
bc633.53

x632.213%

xe632.83

xe632.83

x632.60

xe632.55

x632.35

xe632.21

1%
x632.78

xe632.04

xe632.11

x
tc633.82
bc633.32

x631.12

2.7%

x633.81

xe633.88

xe634.23
xe634.80

1%

1.2%

xe634.50
x634.20

x634.67

x3633.93

xe634.23

xe629.80

4%

xe629.25

4%

x626.38

2.5% x628.70

2.8%

x626.47

1.8% x628.11
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635

FD1

NEW DRAINAGE MANHOLE (DMH2)
RIM= 631.65

18" CMP INV. IN= 627.77
4" PVC INV. IN= 629.30

18" HDPE INV. OUT= 627.77

EXISTING CATCH BASIN (CBb)
RIM= 633.20

18" CMP INV. IN= 629.62
18" CMP INV. OUT= 629.55

EXISTING CATCH BASIN (CBa)
RIM= 634.65

18" CMP INV. IN= 630.43
18" CMP INV. OUT= 630.19

NEW FLARED END SECTION WITH RIPRAP
OUTLET APRON AT PIPE DAYLIGHTING
INV. @ DAYLIGHT = 622.50

x tc634.82
bc634.32

TYP. MODIFY/TRANSITION EXISTING
18" CMP DRAINAGE PIPING TO TIE

INTO NEW STRUCTURE

D

TYP. 6" NEW DIA. HDPE ROOF
DRAIN PIPING ALONG BUILDING

PERIMETER, MAINTAIN MIN. 0.5%
PITCH TO OUTLET DRAIN PIPE,

STARTING INV.=632.50

NEW DRAINAGE MANHOLE (DMH1)
RIM= 634.45

18" CMP INV. IN= 628.75
8" PVC INV. IN= 630.33

18" CMP INV. OUT= 628.75

RD2

RD1

BENCHMARK - SET IN POLE
ELEV.=632.96

XX

X
X

X
X

X
X

X
X

X
X

X
X

x634.35

EXISTING BLOCK DRAINAGE STRUCTURE &
CMP DRAINAGE PIPING BEYOND NEW

DRAINAGE MANHOLE TO BE REMOVED

629

EXISTING 18" DIA. CMP
DRAINAGE PIPE

TYP. NEW BUILDING
PERIMETER FOOTING
DRAIN ASSEMBLY

RD3

NEW 18" DIA. DRAINAGE PIPING,
SEE SCHEDULE

x634.67

EXISTING 18" DIA. CMP
DRAINAGE PIPE
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GENERAL CONTRACTOR SHALL COORDINATE
WITH CLINTON COUNTY HIGHWAY DEPT. FOR

INSPECTION OF EXISTING CMP PIPE AT TIME OF
DMH1 INSTALLATION, PROVIDE BYPASS PUMPING

AS NECESSARY DURING PIPE MODIFICATIONS
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ID INV.RIM ELEV. INV.DIA. DIA.

INLET OPENING OUTLET OPENING

LENGTHTO SLOPE

OUTLET PIPING

PIPE MATERIAL NOTES:
- STANDARD STORM DRAIN PIPING (i.e. FROM CATCH BASIN TO CATCH BASIN & DAYLIGHT) TO

BE SMOOTH WALL INTERIOR SOIL TIGHT HDPE, ADS N-12 ST, OR EQUAL
- ALL STORM DRAIN PIPING TO DAYLIGHT SHALL TERMINATE WITH A FLARED END SECTION (AS

INDICATED BY F.E.S.)
- STORM DRAIN PIPING SIZED TO CONVEY THE 25-YEAR STORM EVENT RUNOFF PER FIGURE 3-1

DISCHARGE RATES FOR ADS CORRUGATED PIPE WITH SMOOTH INTERIOR LINER PER THE ADS,
INC. DRAINAGE HANDBOOK

ID FF ELEV. FG ELEV. LENGTH SLOPE INV. IN

PIPE MATERIAL NOTES:
- ALL FOOTING DRAIN PIPING TO BE 4" DIA. PERFORATED N-12 SMOOTH WALL HDPE PIPE ALONG BUILDING

PERIMETER AND SOLID SDR-35 PVC FROM BUILDING OUTLET TO DRAINAGE MANHOLE AS SHOWN ABOVE.
- FOOTING DRAIN OUTLET INTO DMH2 TO INCLUDE DUCKBILL CHECK VALVE EQUAL TO 'TIDEFLEX TF-1' BY

RED VALVE.

TO

DISCHARGE PIPING

DMH1 DMH2

FD1 635.17 634.67 97 LF 1.30% 630.50DMH2

INV. OUT

629.30

DIA.

4"

628.75634.45 628.7518" 18" 101 LF 0.99%

1 2 3 4

D
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COPYRIGHTÉ - ARCHITECUTRAL &
ENGINEERING DESIGN ASSOCIATES, P.C.

HAS THE EXCLUSIVE RIGHT TO
REPRODUCE THE WORK, TO MAKE
DERIVATIVE USE OF IT, TO GRANT

LICENSES TO USE THE WORK, TO SELL
THE WORK AND TO OTHERWISE DEAL
WITH THE COPYRIGHT THROUGH THE
LIFE OF THE COPYRIGHT OWNER AND

FOR 50 YEARS BEYOND(UNLESS NOTED
OTHERWISE) - UNAUTHORIZED
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CATCH BASIN & STORM DRAIN PIPING SCHEDULE

BUILDING FOOTING DRAIN (F.D.) SCHEDULE
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PROPOSED DRAINAGE MANHOLES

630.338"

CBa CBb630.43634.65 630.1918" 18" 81 LF 0.70%

EXISTING CATCH BASINS

CBb DMH1629.62633.20 629.5518" 18" 81 LF 0.97%

12"ST

EXISTING / NEW WATER CURB STOP

EXISTING / NEW BUILDING

EXISTING / NEW CONCRETE SIDEWALK / PAD

EXISTING / NEW WATER SERVICE

EXISTING / NEW SEWER SERVICE

EXISTING / NEW CONCRETE CURB (FULL / DROP)

D

BUILDING SETBACKS

EXISTING / NEW FIRE HYDRANTH

EXISTING / NEW UTILITY POLE

Y

EXISTING / NEW DITCH CENTERLINE

s

EXISTING / NEW TREE LINE

EXISTING / NEW MANHOLE

EXISTING / NEW PROPERTY LINE

EXISTING / NEW OVERHEAD UTILITIES

EXISTING / NEW PAVEMENT

EXISTING / NEW EASEMENT BOUNDARY

101 EXISTING GRADE CONTOUR

102 FINISHED GRADE CONTOUR

W

s

H Y D

OHEOHE

W W

SS

uge uge

G

EXISTING / NEW UNDERGROUND UTILITIES

G EXISTING / NEW GAS MAIN

EXISTING / NEW GRAVEL

EXISTING / NEW STORM DRAIN

PROPERTY LINE ABUTTERS

W

EXISTING / NEW MANHOLE

EXISTING / NEW WELL

LEGEND

DMH2 F.E.S.627.77631.65 627.1818" 18" 234 LF 2.00%
629.304"

ID FF ELEV. FG ELEV. LENGTH SLOPE INV. IN

PIPE MATERIAL NOTES:
- ALL ROOF DRAIN PIPING TO BE 6" DIA. SMOOTH WALL INTERIOR SOIL TIGHT HDPE, ADS N-12 ST, OR EQUAL

TO

DISCHARGE PIPING

RD1 635.17 634.67 93 LF 1.99% 632.50RD3

RD2

INV. OUT

630.65

DIA.

6"

634.67 181 LF 1.02% 632.50RD3 630.65

BUILDING ROOF DRAIN (R.D.) SCHEDULE

635.17 6"

DATEBY#

REVISIONS

RD3 634.67 33 LF 1.00% 630.65DMH1 630.33635.17 8"



XXX

OHE

O
HE

OHE OHE OHE OHE OHE OHE

COUNTY ROUTE 23
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NEW TOWN HALL
BUILDING
Ñ5,500 SF EXISTING

HOUSE

EXISTING
HOUSE

WP1

P2

2
0.

2
0.

5
1

5

20.2 0.5 1 5

20.2 0.5 1 5

P2

TYP. FOOT-CANDLE LIGHT
LEVEL CONTOUR

TYP. NEW WALL
PACK LIGHT FIXTURE

TYP. NEW LIGHT POLE FIXTURE
W/ TOP OF POLE BASE SET 24"
ABOVE GRADE

P3
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TYP. NEW UNDERGROUND
TELECOM./CABLE CONDUIT

FROM UTILITY POLE
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NEW UNDERGROUND
ELECTRICAL CONDUIT

TO DOSING TANK PUMP

NEW POLE-MOUNTED SOLAR
FLAG LIGHT FIXTURE

FP1

WP1

WP1

WP1

WP1
WP1

WP1

uge
uge

uge

uge
uge

uge
uge

NEW UNDERGROUND
ELECTRICAL CONDUIT
TO WELL PUMP

uge

uge

uge

uge

uge

uge

uge

uge

TYP. NEW UNDERGROUND
ELECTRICAL CONDUITS W/ PULL

STRINGS & HANDHOLE TERMINATION
FOR FUTURE STANDBY GENERATOR

2
1

0.5
0.2

5
2

1
0.5

0.2
5

2
1

0.5
0.2

uge

uge
(2)SL1

NEW SIGN-MOUNTED LIGHT
FIXTURE [ALTERNATE 01]

WP2 WP2

2 0.20.515

2 0.20.515

2 0.20.515

2 0.20.515

KEY QTY COMMON NAME SIZE COMMENTS

1 DOWNY SERVICEBERRY
AMELANCHIER ARBOREA NURSERY STOCK

SB

7
BLUE STAR JUNIPER
JUNIPERUS SQUAMATA 'BLUE STAR' NURSERY STOCK3 GAL.

BS

4 COLUMNAR JUNIPER
JUNIPERUS CHINENSIS 'HETZII' NURSERY STOCK

CO

NURSERY STOCK

PER

3 SEA GREEN JUNIPER
JUNIPERUS CHINENSIS NURSERY STOCK

J
5 GAL.

12 SWITCH GRASS
PANICUM VIGRATUM 'CHEYENNE SKY' NURSERY STOCK

SG
3.5"
POT

AS
NOTED SEE PERENNIAL LIST --ASSORTED

6'-7' HGT.
B & B

6 FT HEIGHT
B & B

21 GOLD COAST JUNIPER
JUNIPERUS x PFITZERIANA 'AUREA IMPROVED' NURSERY STOCK

JG
3 GAL.

20 PLANTAIN LILY
MULTIPLE HOSTA VARIETALS NURSERY STOCK

PL
1 GAL.

ALL PLANTINGS AS LISTED ABOVE HEREIN SHALL BE CONSIDERED AS PART OF ALTERNATE 02. RIVER ROCK MULCH
PLANTING BED WITH PLASTIC EDGING TO BE CONSIDERED AS PART OF ORIGINAL BASE BID.

BS

CO

J

JG

PL

SG

PER

NEW TOWN HALL BUILDING
Ñ5,500 SF

TYP. NEW PERIMETER RIVER ROCK
STONE MULCH PLANTING BED W/
PLASTIC EDGING (ONLY AROUND

BUILDING PERIMETER UNLESS SIGN
IS INCLUDED AS ALTERNATE)

5'-0"

4'-0"

C104

SITE LANDSCAPE
& LIGHTING
PLANS

DATE

DRAWN BY

CHECKED BY

PROJECT NO.

1. PROVIDE MIN. 6" COMPACTED TOPSOIL DEPTH IN ALL AREAS DISTURBED DURING CONSTRUCTION AND SITE GRADING.
2. RESTORE ALL OFFSITE AREAS DISTURBED AS PART OF THIS PROJECT (I.E. UTILITY TRENCHES) TO MATCH EXISTING CONDITIONS.
3. ALL PROPOSED PLANTS SHOWN ON THE SITE PLAN OR PLANTING SCHEDULE SHALL FOLLOW STD'S OF ANSI Z60.1-2004 AMERICAN

STANDARD FOR NURSERY STOCK.
4. LANDSCAPED BEDS & TREE WELLS SHALL CONTAIN MIN. 18" DEPTH OF SOIL WITH AMENDMENTS APPROPRIATE FOR PLANT SPECIES

AND MIN. 3" OF #2 WASHED RIVER ROCK OVER LANDSCAPE FABRIC. PROVIDE STANDARD PLASTIC EDGING AT TRANSITIONS TO
PAVEMENT HIGH ENOUGH TO MAINTAIN MULCH WITHIN BED IF NO CURB IS PRESENT.

5. ALL RIPRAP OR RIVER ROCK MULCHED AREAS TO BE PLACED OVER MIRAFI 140N DRAINAGE FABRIC SET ON GRADE WITH SEAMS
OVERLAPPED MIN. 12 INCHES.

6. PRIOR TO PLACEMENT OF ANY TREES, STAKE LOCATIONS AND NOTIFY OWNER/ENGINEER FOR FIELD VERIFICATION.  LOCATE ALL
UTILITIES PRIOR TO DIGGING WITH SPECIAL CONSIDERATION GIVEN TO RIGHT-OF-WAY PLANTINGS.

7. REMOVE ALL TREES, SHRUBS, ETC. INCLUDING TRUNK/ROOTS WITHIN AREA OF DISTURBANCE FOR CONSTRUCTION AND GRADING OF
ALL SITE FEATURES.  CONSULT WITH OWNER/ENGINEER PRIOR TO REMOVAL OF ANY EXISTING TREES OUTSIDE OF AREA OF
DISTURBANCE.  IF APPROVED FOR REMOVAL, EXCAVATE ENTIRE STUMP OR GRIND DOWN MINIMUM 18 INCHES BELOW SURFACE.

8. USE EXISTING & NEW HOSE BIBS FOR IRRIGATION OF NEW PLANTS AND GRASS SEED.  PROVIDE ADDITIONAL WATER SOURCE AS
NECESSARY.  WATER ACCORDINGLY TO ENSURE VIGOROUS GROWTH.

PERENNIAL LIST

COMMON NAME BOTANICAL NAME

YARROW ACHILLEA MILLEFOLIUM

PLANTAIN LILIES HOSTA

BLEEDING HEART DICENTRA SPECTABILIS

DAYLILIES HEMEROCALLIS

PEONY PAEONIA

PHLOX PHLOX

PROVIDE SUITABLE MIXTURE OF PLANT SPECIES
LISTED ABOVE IN NUMBER REQUIRED TO CREATE A
DIVERSE GARDEN WITH LIMITED BARE SPOTS WHEN
PLANTS MATURE.

1.0

0.5 ILLUMINANCE PLOT W/
FOOTCANDLE INDICATED

POLE MOUNTED FIXTURE

WALL PACK / CANOPY FIXTURE

1 2 3 4

D

1 2 3 4 5

D

C

B

AA

B

C

5

COPYRIGHTÉ - ARCHITECUTRAL &
ENGINEERING DESIGN ASSOCIATES, P.C.

HAS THE EXCLUSIVE RIGHT TO
REPRODUCE THE WORK, TO MAKE
DERIVATIVE USE OF IT, TO GRANT

LICENSES TO USE THE WORK, TO SELL
THE WORK AND TO OTHERWISE DEAL
WITH THE COPYRIGHT THROUGH THE
LIFE OF THE COPYRIGHT OWNER AND

FOR 50 YEARS BEYOND(UNLESS NOTED
OTHERWISE) - UNAUTHORIZED

ALTERATIONS  AND/OR ADDITIONS TO
THIS DRAWING BEARING A LICENSED

ARCHITECT'S OR ENGINEER'S SEAL IS A
VIOLATION OF SECTION 7209,

SUBDIVISION 2, OF THE NEW YORK STATE
EDUCATION LAW. ONLY COPIES FROM

THE ORIGINAL OF THIS DRAWING
BEARING THE ORIGINAL ARCHITECT'S OR
ENGINEER'S SEAL AND SIGNATURE SHALL

BE CONSIDERED VALID TRUE COPIES.

1246 RT. 3 - P.O. BOX 762
PLATTSBURGH, NEW YORK, 12901

T: 518.562.1800
F:518.562.1702

E: JAA@AEDAPC.COM

ARCHITECTURAL & ENGINEERING
DESIGN ASSOCIATES, P.C.

T/S

NEW LANDSCAPE PLANTINGS

INDICATES TOPSOIL/SEED REQ'D

EXISTING TREES TO REMAIN

BARK MULCH PLANTING BED

STONE MULCH BED

PERENNIAL PLANTING BED

LIGHTING SCHEDULE
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SCALE: 1" =    '

030 30 60
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12015SITE LIGHTING PLAN
SCALE: 1" = 30'
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SITE LANDSCAPING PLAN
SCALE: 1" = 10'

1
C104

2
C104

LIGHTING LEGEND LANDSCAPING SCHEDULE [ALTERNATE O2] LANDSCAPING LEGEND

LANDSCAPING NOTES
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SCALE: 1" =    '

010 10 20

10

405

NEW SITE LIGHT FIXTURE PHOTO

NEW WALL PACK LIGHT FIXTURE PHOTO

DATEBY#

REVISIONS

KEY
INTEGRAL

PHOTOCELLDISTR.
COLOR
TEMP.MODEL

MOUNTING
HEIGHTWATTAGEMANUF.

LIGHTING NOTES:
1) SEE DRAWING E111 FOR ADDITIONAL DECORATIVE EXTERIOR WALL FIXTURES AND/OR

UNDER-CANOPY LIGHTS NOT SHOWN HEREIN.
2) FIXTURE & POLE COLOR TO BE SELECTED BY OWNER TO MATCH DESIRED BUILDING TRIM FINISH.
3) POLE TO BE SQUARE STEEL EQUAL TO RAB PS4-11, 18 FT HEIGHT, WITH TOP OF CONCRETE BASE 24"

ABOVE FINISH GRADE.
4) LIGHT POLES, FIXTURES, TRENCH EXCAVATION, BEDDING, CONDUITS & CONDUCTORS, & TRENCH

BACKFILL UP TO STONE SUBBASE AND/OR TOPSOIL TO BE PROVIDED BY ELECTRICAL CONTRACTOR
(WITH EXCEPTION TO FIXTURE 'FP1' AS PROVIDED BY GC); FINAL STONE SUBBASE AND/OR TOPSOIL
BACKFILL & CONCRETE POLE BASES TO BE PROVIDED BY GENERAL CONTRACTOR.

RABP1 ALEDM4TN150 4000K T4 150W 20 FTYES

LITHONIAWP1 WDGE3 P2 70CRI 4000K RFT 59W 8.3 FTNO

STEEL LTG.SL1 A09-04-GB04-04-BP12 4000K -- 10W 5 FTYES

RABP2 ALEDM4TN90 4000K T4 90W 20 FTYES

RABP3 ALEDS4TN40 4000K T4 40W 20 FTYES

LUMGENFP1 LG-FLG-TOP-SQ-320L 6500K -- 4.8W POLE HT.YES

KICHLERWP2 9654BK 4000K -- 40W 5.3 FTNO
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SITE EROSION &
SEDIMENT
CONTROL PLAN

DATE

DRAWN BY

CHECKED BY

PROJECT NO.

ALL TEMPORARY AND PERMANENT SEEDING SHALL BE DONE IN ACCORDANCE WITH "NEW YORK STATE STANDARDS AND SPECIFICATIONS FOR EROSION & SEDIMENT CONTROL",
JULY 2016, BY NYSDEC.

ALL DISTURBED AREAS TO BE SEEDED SHALL BE TREATED AS FOLLOWS:
1. PREPARE SURFACE IN ACCORDANCE WITH NYSDEC STORMWATER DESIGN MANUAL PG. 4-59 STANDARD AND SPECIFICATION FOR TOPSOILING, WITH A 6" DEPTH OF TOPSOIL.

AREAS OF HEAVY TRAFFIC OR FORMERLY IMPERVIOUS SHALL HAVE SOIL RESTORATION PERFORMED.
2. SURFACE SHALL BE GRADED TO DIVERT WATER FROM SITE TO PREVENT KILLING VEGETATION DUE TO PONDED WATER.
3. ROCKS AND OTHER DEBRIS SHALL BE REMOVED FROM THE SITE OR BURIED DURING GRADING.
4. LIME SHALL BE APPLIED IN THE FORM OF AGRICULTURAL GROUND LIMESTONE TO ESTABLISH A SOIL PH OF 6.5 AND SHALL BE INCORPORATED INTO THE TOP 3 INCHES OF

SURFACE MATERIAL.  5-5-10 FERTILIZER SHALL BE APPLIED AT APPROXIMATELY 850 LBS PER ACRE.
5. THE FOLLOWING SEED MIXTURES SHALL BE UNIFORMLY BROADCAST BY HYDROSEEDER AT THE RATES SHOWN.

- TEMPORARY COVER:
SUMMER - RYEGRASS (ANNUAL OR PERENNIAL) @ 30 LBS PER ACRE
WINTER - CERTIFIED "AROOSTOOK" WINTER RYE @ 100 LBS PER ACRE

- PERMANENT COVER:
SPECIES APPL. RATE APPL. RATE
65% CREEPING RED FESCUE 85-114 LBS/AC 2.0-2.6 LBS/1000SF
20% PERENNIAL RYEGRASS 26-35 LBS/AC 0.6-0.8 LBS/1000SF
15% FINE FESCUE 19-26 LBS/AC 0.4-0.6 LBS/1000SF
TOTAL MIX 130-175 LBS/ACRE 3.0-4.0 LBS/1000SF

6. THE HYDROSEEDING SLURRY SHALL CONTAIN HIGH GRADE 70% PAPER / 30% WOOD MULCH AND AN ORGANIC COMPOSITION TACKIFIER.
7. OPTIMAL PLANTING DATES ARE EARLY SPRING UNTIL END OF MAY AND AUGUST THROUGH EARLY OCTOBER, SPECIAL CONSIDERATIONS FOR WATERING SHALL BE GIVEN IF

PLANTING OCCURS BETWEEN JUNE AND JULY.
8. AFTER GRASS COVER IS ESTABLISHED, INSPECT FOR BARE SPOTS OR WASHOUTS, REPAIR TOPSOIL AS NEEDED & REAPPLY SEED BY HAND TO FILL IN ALL UNVEGETATED VOIDS.
9. VEGETATIVE GROWTH MUST ACHIEVE 95% COVERAGE WITH NO BARE AREAS GREATER THAN 18 INCHES IN DIAMETER PRIOR TO ISSUANCE OF SUBSTANTIAL COMPLETION.  

1. ALL EROSION CONTROL PROCEDURES SHALL CONFORM TO "NEW YORK STATE STANDARDS AND SPECIFICATIONS FOR EROSION AND SEDIMENT CONTROL" PREPARED BY THE
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION.

2. THE SMALLEST PRACTICAL AREA OF LAND SHOULD BE EXPOSED AT ANY ONE TIME DURING ALL PHASES OF DEVELOPMENT, WITH A MAXIMUM OF 5 ACRES EXPOSED AT ANY
ONE TIME.  THE EXPOSURE SHOULD BE KEPT TO THE SHORTEST PRACTICAL PERIOD OF TIME AND SHALL BE PERMANENTLY STABILIZED IMMEDIATELY FOLLOWING FINISHED
GRADING.

3. AN AREA SHALL BE CONSIDERED STABLE IF ONE OF THE FOLLOWING HAS OCCURRED: (A) BASE COURSE GRAVELS HAVE BEEN INSTALLED IN AREAS TO BE PAVED, (B) A
MINIMUM OF 85% VEGETATED GROWTH HAS BEEN ESTABLISHED, (C) A MINIMUM OF 3" OF NON-EROSIVE MATERIAL SUCH AS STONE OR RIP RAP HAS BEEN INSTALLED, OR (D)
EROSION CONTROL BLANKETS HAVE BEEN PROPERLY INSTALLED.

4. LAND SHALL NOT BE LEFT EXPOSED DURING WINTER MONTHS.  SEE WINTER CONSTRUCTION NOTES.
5. ALL EROSION AND SILTATION CONTROL FACILITIES SHALL BE CONSTRUCTED PRIOR TO THE INITIATION OF EARTHWORK AND UTILITIES CONSTRUCTION.  ALL SWALES AND

CULVERT OUTLETS SHALL BE STABILIZED PRIOR TO RECEIVING ANY STORM WATER.
6. PROVIDE EROSION CONTROL MATTING ON SLOPES STEEPER THAN 3:1.  PROVIDE CHOPPED STRAW MULCH ON LOAMED AND SEEDED AREAS LESS THAN 3:1.  ANY SLOPES

RECEIVING CONCENTRATED RUNOFF SHALL BE PROTECTED WITH EROSION CONTROL MATTING OR RIPRAP.
7. ALL STRUCTURAL CONTROLS INCLUDING SILT FENCE AND INLET/OUTLET PROTECTIONS SHALL BE INSTALLED WHERE SHOWN PRIOR TO ANY ON-SITE GRADING OR

DISTURBANCE OF EXISTING SURFACE MATERIAL.  IT SHOULD BE MAINTAINED DURING AND AFTER DEVELOPMENT TO REMOVE SEDIMENT FROM RUNOFF WATER AND FROM
LAND UNDERGOING DEVELOPMENT. WHERE POSSIBLE NATURAL DRAINAGE WAYS SHOULD BE UTILIZED AND LEFT OPEN TO REMOVE EXCESS SURFACE WATER.

8. TOPSOIL REQUIRED FOR THE ESTABLISHMENT OF VEGETATION SHALL BE STOCKPILED IN AMOUNTS NECESSARY TO COMPLETE FINISHED GRADING OF ALL EXPOSED AREAS.
9. AREAS TO BE FILLED SHALL BE CLEARED, GRUBBED, AND STRIPPED OF TOPSOIL TO REMOVE TREES, VEGETATION, ROOTS, OR OTHER OBJECTIONABLE MATERIAL.
10. ALL FILLS SHALL BE COMPACTED AS REQUIRED TO REDUCE EROSION, SLIPPAGE, SETTLEMENT, SUBSIDENCE, OR OTHER RELATED PROBLEMS.  FILL INTENDED TO SUPPORT

UTILITIES, STRUCTURES, AND PIPING, ETC., SHALL BE COMPACTED TO A MINIMUM OF 98% MAXIMUM DENSITY AT OPTIMUM MOISTURE ACCORDING TO ASTM 1557 D.
11. ALL FILL SHALL BE PLACED AND COMPACTED IN LAYERS NOT TO EXCEED 8 INCHES IN THICKNESS.
12. FILL MATERIAL SHALL BE FREE OF BRUSH, RUBBISH, ROCKS, LOGS, STUMPS, BUILDING DEBRIS, AND OTHER OBJECTIONABLE MATERIALS THAT WOULD INTERFERE WITH OR

PREVENT CONSTRUCTION OF SATISFACTORY FILLS.  FROZEN MATERIAL OF SOFT, MUCKY, OR HIGHLY COMPRESSIBLE MATERIALS SHALL NOT BE INCORPORATED INTO FILLS.
13. ALL BENCHES SHALL BE KEPT FREE OF SEDIMENT DURING ALL PHASES OF DEVELOPMENT.
14. SEEPS OR SPRINGS ENCOUNTERED DURING CONSTRUCTION SHALL BE HANDLED IN ACCORDANCE WITH THE STANDARD AND SPECIFICATIONS FOR SUBSURFACE DRAIN OR

OTHER APPROVED METHODS.
15. BAILED STRAW AND MULCH SHALL BE MOWINGS OF ACCEPTABLE HERBACEOUS GROWTH FREE FROM NOXIOUS WEEDS OR WOODY STEMS, AND SHALL BE DRY, NO SALT HAY

SHALL BE USED.
16. PORTIONS OF THE SITE MUST BE STABILIZED WITHIN 14 DAYS WHERE CONSTRUCTION ACTIVITY IS TEMPORARILY OR PERMANENTLY CEASED.
17. MAJOR HAUL ROUTES AND AREAS OF SOIL DISTURBANCE SHALL BE WATERED AS NECESSARY TO MINIMIZE DUST NUISANCE.  WHERE PRACTICAL, THEY SHOULD BE STABILIZED

(COMPACTED, RIPRAP, ETC.) TO REDUCE OFF-SITE TRANSPORT OF SOIL AND OTHER MATERIAL.  IF SEDIMENT SHOULD ACCUMULATE ON SURROUNDING PAVEMENT, REGULAR
SWEEPING SHALL BE CONDUCTED.

18. CONCRETE TRUCKS SHALL NOT WASH OUT OR DISCHARGE SURPLUS CONCRETE OR DRUM WASH WATER ON-SITE.  THESE ACTIVITIES MUST BE PERFORMED AT AN APPROVED
LOCATION IN ACCORDANCE WITH LOCAL & STATE REGULATIONS.

THE FOLLOWING ARE INSPECTION AND MAINTENANCE PRACTICES THAT WILL BE IMPLEMENTED TO MAINTAIN EROSION PREVENTION AND SEDIMENT CONTROL.
1. THE MINIMUM PRACTICAL AREAS WILL BE DENUDED AT ONE TIME.
2. ALL EROSION CONTROL AND STABILIZATION MEASURES WILL BE INSPECTED AT LEAST ONCE EVERY 7 DAYS AND FOLLOWING ANY STORM EVENT OF 0.5 INCHES OR GREATER.
3. ALL MEASURES WILL BE MAINTAINED IN GOOD WORKING ORDER; IF A REPAIR IS NECESSARY, IT SHALL BE INITIATED WITHIN 24 HOURS OF THE INSPECTION.
4. BUILT UP SEDIMENT SHALL BE REMOVED FROM SILT FENCE WHEN IT HAS REACHED ONE-THIRD THE HEIGHT OF THE FENCE, OR PHYSICAL STRAIN ON THE FENCE IS EVIDENT.
5. SILT FENCE SHALL BE INSPECTED FOR DEPTH OF SEDIMENT, TEARS, FABRIC ATTACHMENT TO POSTS, AND STABILITY OF POSTS IN THE GROUND.
6. CHECK DAMS SHALL BE INSPECTED FOR DEPTH OF SEDIMENT, WASHOUT, AND STABILITY OF POSTS IN THE GROUND.  BUILT UP SEDIMENT SHALL BE REMOVED WHEN IT HAS

REACHED ONE-HALF THE HEIGHT OF THE DAM.  REPLACE DAM MATERIAL AS REQUIRED.
7. THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE INSPECTED FOR SEDIMENT BUILDUP, PROPER DEPTH OF STONE AND STONE WASHOUT.  IF DEGRADATION IS EVIDENT,

SEDIMENT BUILDUP SHALL BE REMOVED AND ADDITIONAL STONE PLACED TO RESTORE OPERATIONAL SURFACE.
8. STOCKPILED MATERIAL SHALL BE INSPECTED AND MAINTAINED IN SUCH A MANNER THAT WILL LIMIT MIGRATION.
9. NATURAL VEGETATIVE BUFFER AREAS AROUND WETLANDS, ABUTTING PROPERTY LINES, AND OTHER SENSITIVE AREAS SHALL BE ROUTINELY INSPECTED FOR SIGNS OF

SEDIMENT MIGRATION, CONSTRUCTION DEBRIS, AND DAMAGE DUE TO ACTIVITY.
10. TEMPORARY AND PERMANENT SEEDING AND PLANTING WILL BE INSPECTED FOR BARE SPOTS, WASHOUTS, AND HEALTHY GROWTH.
11. A MAINTENANCE AND INSPECTION REPORT SHALL BE MADE AFTER EACH INSPECTION.  A COPY OF EACH INSPECTION REPORT SHALL BE KEPT FOR RECORDS BY BOTH THE

OWNER AND THE INSPECTOR.

1. HAZARDOUS PRODUCTS:
¶PRODUCTS SHALL BE MAINTAINED IN ORIGINAL CONTAINERS, WHEREVER POSSIBLE
¶ORIGINAL MANUFACTURER INFORMATION AND SAFETY DATA SHALL BE RETAINED ON SITE FOR THE DURATION OF CONSTRUCTION
¶LOCAL JURISDICTION AND MANUFACTURER'S RECOMMENDATIONS SHALL BE FOLLOWED FOR PROPER DISPOSAL OF EXCESS MATERIALS

2. PETROLEUM PRODUCTS:
¶ALL VEHICLES ON-SITE SHALL BE MONITORED FOR LEAKS AND RECEIVE PERIODIC MAINTENANCE TO REDUCE LEAKS
¶PETROLEUM PRODUCTS SHALL BE STORED IN SEALED CONTAINERS, WHICH ARE PROPERLY LABELED
¶ASPHALT SUBSTANCES USED ON-SITE SHALL BE APPLIED ACCORDING TO THE MANUFACTURER'S INSTRUCTIONS

3. FERTILIZERS:
¶FERTILIZERS SHALL BE STORED AND APPLIED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS
¶THE USE OF FERTILIZERS WITHIN 50 FEET OF THE MEAN HIGH WATER MARK IS PROHIBITED
¶ANY FERTILIZER USED ON-SITE SHALL HAVE A PHOSPHORUS CONTENT LESS THAN 1% & CONTAIN SLOW RELEASE NITROGEN
¶UPON APPLICATION, FERTILIZERS SHALL BE WORKED INTO THE SOIL TO PREVENT EXPOSURE TO STORMWATER

4. PAINTS:
¶ALL PAINT CONTAINERS SHALL BE TIGHTLY SEALED AND STORED IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS
¶EXCESS PAINT SHALL NOT BE DISCHARGED TO ANY STORM/SEWER SYSTEM

SEDIMENT LOG CHECK DAM

SLOPE REINFORCEMENT MATTING
RIP RAP

SILT FENCE

CATCH BASIN INLET PROTECTION

TYP. ANTICIPATED LOCATION
OF STABILIZED TEMPORARY
TOPSOIL STOCKPILE

TYP. NEW DRAINAGE STRUCTURE
INLET PROTECTION

TYP. TEMPORARY SILT FENCE TO BE
INSTALLED & MAINTAINED AROUND
ENTIRE DOWNSLOPE PERIMETER OF

ALL DISTURBED SOILS

TEMPORARY
CONCRETE TRUCK
WASHOUT FACILITY

TYP. NEW INLET & OUTLET
PIPE PROTECTION
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COPYRIGHTÉ - ARCHITECUTRAL &
ENGINEERING DESIGN ASSOCIATES, P.C.

HAS THE EXCLUSIVE RIGHT TO
REPRODUCE THE WORK, TO MAKE
DERIVATIVE USE OF IT, TO GRANT

LICENSES TO USE THE WORK, TO SELL
THE WORK AND TO OTHERWISE DEAL
WITH THE COPYRIGHT THROUGH THE
LIFE OF THE COPYRIGHT OWNER AND

FOR 50 YEARS BEYOND(UNLESS NOTED
OTHERWISE) - UNAUTHORIZED

ALTERATIONS  AND/OR ADDITIONS TO
THIS DRAWING BEARING A LICENSED

ARCHITECT'S OR ENGINEER'S SEAL IS A
VIOLATION OF SECTION 7209,

SUBDIVISION 2, OF THE NEW YORK STATE
EDUCATION LAW. ONLY COPIES FROM

THE ORIGINAL OF THIS DRAWING
BEARING THE ORIGINAL ARCHITECT'S OR
ENGINEER'S SEAL AND SIGNATURE SHALL

BE CONSIDERED VALID TRUE COPIES.

1246 RT. 3 - P.O. BOX 762
PLATTSBURGH, NEW YORK, 12901

T: 518.562.1800
F:518.562.1702

E: JAA@AEDAPC.COM
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12015SITE EROSION & SEDIMENT CONTROL PLAN
SCALE: 1" = 30'

1
C105

EROSION CONTROL LEGENDSPILL CONTROL BMP
1. ALL WASTE MATERIALS SHALL BE COLLECTED AND STORED IN A SECURED AREA UNTIL REMOVAL AND DISPOSAL BY A LICENSED SOLID WASTE

MANAGEMENT COMPANY.  DUMPSTERS SHALL BE PROVIDED FOR ALL TRASH AND CONSTRUCTION RELATED DEBRIS.   NO WASTE SHALL BE
BURIED ON SITE.

2. ALL SPOILS FROM CONSTRUCTION EXCAVATIONS SHALL BE HAULED TO AN APPROVED DISPOSAL SITE.
3. HAZARDOUS WASTE SHALL BE DISPOSED OF IN ACCORDANCE WITH LOCAL OR STATE REGULATIONS OR BY MANUFACTURER'S INSTRUCTIONS.
4. SANITARY WASTE SHALL BE COLLECTED IN PORTABLE UNITS PROVIDED ON THE SITE AND DISPOSED OF BY A LICENSED SANITARY WASTE

MANAGEMENT CONTRACTOR.
5. ALL PERSONNEL SHALL BE DIRECTED AS TO THE PROPER PROCEDURE FOR WASTE DISPOSAL.  NOTICES STATING THESE PRACTICES SHALL BE

POSTED ON SITE AND THE INDIVIDUAL WHO MANAGES DAY TO DAY ON-SITE OPERATIONS WILL BE RESPONSIBLE FOR SEEING THAT THESE
PROCEDURES ARE FOLLOWED.

WASTE DISPOSAL NOTES

EROSION CONTROL NOTES

SEEDING SPECIFICATIONS

INSPECTION & MAINTENANCE PRACTICES

1. PRIOR TO ANY OTHER SITE WORK, THE STABILIZED CONSTRUCTION ENTRANCE SHALL BE INSTALLED, THEN SEDIMENT LOG CHECK DAMS AND SILTATION FENCING ARE TO BE
CONSTRUCTED AS SHOWN, AND ARE TO BE MAINTAINED THROUGHOUT CONSTRUCTION UNTIL THE AREA IS COMPLETELY STABILIZED.

2. INSTALL INLET/OUTLET PROTECTIONS PRIOR TO THE DISTURBANCE OF ANY LANDS TO PROTECT EXISTING CLOSED DRAINAGE SYSTEMS.  AT COMPLETION OF WORK,
INSPECT AND FLUSH ALL SEDIMENT FROM CULVERTS, STORM DRAIN PIPING, ETC.

3. ALL EARTH STOCKPILES ARE TO BE STABILIZED WITH STRAW MULCH AND SEEDED WITH RYE GRASS. SILTATION FENCING TO BE PLACED AROUND THE BASE OF ALL
STOCKPILES WHEREVER PRACTICAL.

4. GRADING OPERATIONS FOR AREAS TO BE PAVED OR OTHERWISE DISTURBED AND UNDERGROUND UTILITIES & STORM DRAIN SYSTEMS ARE TO BE INSTALLED. ALL EROSION
CONTROL MEASURES ARE TO BE MAINTAINED DURING CONSTRUCTION UNTIL ALL AREAS ARE STABILIZED.

5. ALL EROSION CONTROL MEASURES SHALL BE INSPECTED WEEKLY OR AFTER EVERY RAINFALL OF 0.5" OR MORE.
6. DURING CONSTRUCTION, THE CULVERTS AND END SECTIONS SHALL BE SET TO A GRADE WITH SEDIMENTATION BASINS FORMED AT THE INLET, SUCH THAT STORM WATER

RUNOFF CONTAINING ACCUMULATED SILT, OR OTHER ERODED MATERIAL FROM THE CONSTRUCTION SITE WILL NOT BE DISCHARGED TO THE RECEIVING WATERS.
7. AFTER CONSTRUCTION IS COMPLETED AND VEGETATION IS ESTABLISHED IN THE DISTURBED AREAS, THE AREAS IN AND AROUND THE TEMPORARY EROSION CONTROL

SYSTEM SHALL BE CLEANED UP, CARE BEING TAKEN NOT TO ALLOW THE ACCUMULATION SILT TO RUN INTO THE WETLANDS AND/OR PROTECTED AREAS. THEN THE
TEMPORARY CONTROL SYSTEMS SHALL BE REMOVED AND THE AREA RETURNED AS NEAR AS POSSIBLE TO ITS NATURAL STATE.

8. IN AREAS WHERE SOIL ACTIVITY  HAS TEMPORARILY OR PERMANENTLY CEASED, THE APPLICATION OF SOIL STABILIZATION MEASURES MUST BE INITIATED BY THE END OF
THE NEXT BUSINESS DAY AND COMPLETED WITHIN FOURTEEN (14) DAYS FROM THE DATE THE CURRENT SOIL DISTURBANCE ACTIVITY CEASED.

CONSTRUCTION SEQUENCING NOTES

WINTER CONSTRUCTION NOTES
1. ALL PROPOSED VEGETATED AREAS WHICH DO NOT EXHIBIT A MINIMUM OF

85% VEGETATED GROWTH BY OCTOBER 15TH, OR WHICH ARE DISTURBED
AFTER OCTOBER 15TH, SHALL BE STABILIZED BY SEEDING AND INSTALLING
EROSION CONTROL BLANKETS ON SLOPES GREATER THAN 3:1, AND SEEDING
AND PLACING 3 TO 4 TONS OF MULCH PER ACRE, SECURED WITH ANCHORED
NETTING, ELSEWHERE.  THE INSTALLATION OF EROSION BLANKETS OR
MULCH AND NETTING SHALL NOT OCCUR OVER ACCUMULATED SNOW OR ON
FROZEN GROUND AND SHALL BE COMPLETED IN ADVANCE OF THAW OR
SPRING MELT EVENTS.

2. ALL DITCHES OR SWALES WHICH DO NOT EXHIBIT A MINIMUM OF 85%
VEGETATED GROWTH BY OCTOBER 15TH, OR WHICH ARE DISTURBED AFTER
OCTOBER 15TH, SHALL BE STABILIZED TEMPORARILY WITH STONE OR
EROSION CONTROL BLANKETS APPROPRIATE FOR THE DESIGN FLOW
CONDITIONS.

3. AFTER NOVEMBER 15TH, INCOMPLETE ROAD OR PARKING SURFACES,
WHERE WORK HAS STOPPED FOR THE WINTER SEASON, SHALL BE
PROTECTED WITH A MINIMUM OF 3 INCHES OF GRAVEL PER NYSDOT ITEM #4.
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TYP. TEMPORARY STABILIZED
CONSTRUCTION ENTRANCE.

ALL LAWN SPACE DISTRUBANCES
TO BE RESTORED & STABILIZED

W/ TOPSOIL & SEED

APPROX. AREA OF PROJECT DISTRUBANCE,
SEE DEMOLITION PAVEMENT REMOVAL

NOTE ON THIS DRAWING

DATEBY#

REVISIONS

PAVEMENT REMOVAL NOTE
ALL AREAS WHERE PRE-EXISTING PAVEMENT IS TO BE REPLACED WITH NEW IMPERVIOUS
AREA (PAVED PARKING & CONCRETE WALK/CURB) SHALL BE STRIPPED DOWN TO
APPROPRIATE DEPTH FOR NEW IMPERVIOUS SURFACE INSTALLATION INCLUDING BUT NOT
LIMITED TO GEOTEXTILE FABRIC, GRAVEL SUBBASE, & ASPHALT/CONCRETE PAVING.
EXISTING GRAVEL SUBBASE LOCATED BELOW PROPOSED PAVING SHALL REMAIN AS A MEANS
OF MAINTAINING A STABILIZED GRAVEL SURFACE THROUGHOUT CONSTRUCTION. SUCH
MEASURES ARE CONSIDERED AN ACCEPTABLE MEANS BY WHICH THE STABILIZED AREA MAY
BE SUBTRACTED FROM THE TOTAL DISTURBANCE AREA FOR PERMITTING OF STORMWATER
DISCHARGE UNDER NYSDEC GENERAL PERMIT GP-0-20-001. TOTAL DISTURBANCE AREA IS AS
SUMMARIZED BELOW:
¶ PROJECT WORK AREA (AS SHOWN ON PLAN) = 1.71 ACRES
¶ EXISTING PAVED SURFACE REPLACEMENT AREA = 0.73 ACRES
¶ TOTAL AREA OF PROPOSED DISTURBANCES (LESS PAVEMENT REPLACEMENT AREA) =

0.98 ACRES

AutoCAD SHX Text
D
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EXISTING PRIVATE WELL 100' BUFFER

NEW PRIVATE W
ELL

100' B
UFFER

NEW TOWN HALL BUILDING
Ñ5,500 SF

F.F.E.= 635.17 EXISTING
HOUSE

EXISTING
HOUSE
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635

TYP. OF (4) NEW VENTED SHALLOW ABSORPTION
TRENCHES, 65 LF EACH LATERAL

D

TP
PT

238 LF OF NEW 1-1/2" DIA.
HDPE FORCE MAIN TO D-BOX

NEW CONCRETE D-BOX

NEW 1,000 GAL.
CONCRETE DOSING TANK

X

X
X

X
X

X
X

X
X

1
PT2

SL SL
SL SL

629

NEW PRIVATE WELL50' BUFFER

NEW SEWER STUB W/ EXTERIOR
CLEANOUT BY PLUMBING CONTRACTOR

LOCATED 5' OUTSIDE OF BUILDING
FOUNDATION WALL TO BE EXTENDED &

CONNECTED TO SEPTIC TANK, VERIFY
INVERTS IN FIELD

W

W
W

10'-9"

24'-0"

12'-0"
NEW 4" DIA. SCH.40 PVC

PIPE TO DOSING TANK

634
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FM

FM
FM

FM
FM

FM

FM

FM

NEW 1,000 GAL. CONCRETE DUAL
COMPARTMENT SEPTIC TANK

NEW 4" DIA. VENT PIPE AT END
OF ABSORPTION TRENCH

NEW 4" DIA. VENT PIPE AT END
OF ABSORPTION TRENCH
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LICENSES TO USE THE WORK, TO SELL
THE WORK AND TO OTHERWISE DEAL
WITH THE COPYRIGHT THROUGH THE
LIFE OF THE COPYRIGHT OWNER AND

FOR 50 YEARS BEYOND(UNLESS NOTED
OTHERWISE) - UNAUTHORIZED
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VIOLATION OF SECTION 7209,
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ARCHITECTURAL & ENGINEERING
DESIGN ASSOCIATES, P.C.

INSTALL (2) LAYERS OF 2"
RIGID FOAM XPS INSULATION

OVER PIPE BELOW PAVEMENT
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12015SEWAGE SYSTEM PLAN
SCALE: 1" = 30'

1
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ORIGINAL SOIL DATA
N.T.S.

6
C201

TYP. SEPTIC TANK DETAIL
N.T.S.

5
C201

TYP. SHALLOW ABSORPTION TRENCH SECTION
N.T.S.

8
C201

TYP. VENTED ABSORPTION TRENCH DETAIL
N.T.S.

3
C201

TYP. DOSING TANK DETAIL
N.T.S.

9
C201

TYP. D-BOX DETAIL
N.T.S.

2
C201

LEACHFIELD VENT DETAIL
N.T.S.

4
C201

TYP. SEPTIC SYSTEM PROFILE
N.T.S.

7
C201

2" MIN.

SECTION

PLAN

OUTLET

GRADE

12" MAX.

INLET BAFFLE

INVERT ELEV.

NOTES:
1. PIPE JOINTS TO BE SEALED WITH ASPHALTIC MATERIAL OR EQUIVALENT.
2. INVERT ELEVATIONS OF ALL OUTLET PIPES MUST BE EQUAL.
3. THE SLOPE OF OUTLET PIPES BETWEEN THE DISTRIBUTION BOX AND

DISTRIBUTOR LATERALS SHOULD BE AT MINIMUM 1/32" PER FOOT.
4. PROVIDE & INSTALL SPEED LEVELERS ON ALL DISTRIBUTION LINES.
5. PROVIDE & INSTALL 5'-0" MIN. OF SOLID PIPE BETWEEN D-BOX & PERFORATED

LEACH LINES.
6. THIS PROJECT WILL REQUIRE MIN. 4 OUTLETS IN D-BOX, SPECIFIED SIZE

REFLECTS COMMONLY AVAILABLE OUTLET CONFIGURATIONS.

REMOVABLE
COVER

12" MIN. CLEAN
SAND OR PEA

GRAVEL

ADAPT PRESSURE
PIPE TO 4" DIA.
SCH.40 PVC MIN. 3 FT
BEFORE D-BOX

2" MIN.

INLET

3'

2'
-0

"
2'

-0
"

SEE PLAN

6'
-0

"

D-BOX

6"

4" PVC PERFORATED SDR 35 SHALL
BE INSTALLED SLOPED AT 1/16"
TO 1/32" PER FOOT

INSTALL A MIN. OF 5'-0" LENGTH OF
SOLID  PIPE BEFORE PERFORATED

WASHED 3/4" TO 1-1/2" CRUSHED
STONE, NYSDOT TYPE #2

4" DIA. SCH. 40 PVC
VENT MANIFOLD

LEACHFIELD VENT,
SEE TYP. DETAIL

60
"

GRADE

NOTES:
1. USE 1000 GALLON, 8'X5.3' SINGLE COMPARTMENT TANK BY CAMP

PRECAST WITH 231 GAL/VF, MODEL 1000PS, OR EQUAL.
2. TANK TO BE INSTALLED LEVEL.
3. ADJUST RISER HEIGHT AS NECESSARY TO MEET FINISHED GRADE.
4. ALL TANKS MUST CONFORM TO PART 75-A SPECIFICATIONS OF THE

NEW YORK STATE SANITARY CODE.
5. TYP. DRAWDOWN HEIGHT OF 8.4" WILL YIELD A DOSE OF APPROX.

161 GALLONS, EMERGENCY STORAGE ABOVE HIGH LEVEL ALARM
FLOAT TO BE 724 GAL. (GREATER THAN ONE DAY STORAGE)

56
"

22
"

2'-0" TYP.

CONDUIT ROUTED TO INDOOR CONTROL PANEL
(BY ELECTRICAL CONTRACTOR)

1-1/2" DR-11 TO D-BOX

POLY IV BOOT CONNECTION (TYP.)

1/4" DIA. WEEP HOLE

INLET FROM
SEPTIC TANK

DROP PIPE OPENING 4" HIGH
(BELOW PERM. LIQUID DEPTH)

4"

6"

ON

OFF

ALARM FLOAT
FLOAT CONTROLS

37.6" EMERGENCY STORAGE
(>FULL DAYS STORAGE)

3/4" P.T. PLYWOOD
BACKER MOUNTED ON
BLDG. EXTERIOR

LOCKABLE ALARM PANEL,
SEE ALARM NOTES

ELECTRICAL CONDUIT
SEALED GAS-TIGHT TO
CONTROL PANEL FROM
WET WELL (BY ELECTRICAL
CONTRACTOR)

8.4" TYP.
LIQUID DEPTH

PER DOSE

DOSING TANK REQUIREMENTS:
1. DESIGN DOSING OPERATIONS:

TYPICAL DOSE VOLUME = 161 GALLONS
EMERGENCY STORAGE = 724 GALLONS (>1 DAY STORAGE) ABOVE ALARM FLOAT.
DOSING INTERVAL = Ñ3.8 TIMES PER DAY
DOSING TANK RETENTION TIME = Ñ6.4 HOURS

2. PUMP SELECTION SHALL BE BASED ON TARGET PERFORMANCE OF 23 GPM (7 MINUTE PUMP RUNTIME PER DOSE) AT APPROXIMATELY 28.4 FT HEAD, EQUAL TO LIBERTY PUMPS 280 SERIES.
3. PUMP STATION SHALL BE COMPLETE WITH ALL REQUIRED FITTINGS INCLUDING, BUT NOT LIMITED TO CHECK VALVE, UNIONS, BALL VALVE & WEEP HOLE.
4. CONTROL PANEL TO BE EQUAL TO SPI SIMPLEX MODEL SSC12B TO INCLUDE NEMA 4X ENCLOSURE, ALARM/CONTROLS ON SEPARATE CIRCUIT FROM PUMP, HAND-OFF-AUTO SWITCH, AUDIBLE & VISUAL

ALARM, HOUR METER, ETC.
5. CONTRACTOR TO COORDINATE LOCATION OF ALARM/CONTROL PANEL BOX WITH OWNER. CONTROL PANEL TO BE INSTALLED BUILDING EXTERIOR OR 4X4 P.T. POST, AS DIRECTED.

2'-0" TYP.

GRADE

NEMA 4X
JUNCTION BOX 24" DIA. POLYLOK LID

4" DIA. CARBON FILTER CAP,
TOP OF CAP 36" ABOVE GRADE

4" DIA. PVC VENT COUPLING 24" DIA. POLYLOK RISER CAST
INTO LID OF TANK

1-1/2" DIA. SCH.80 PVC DISCHARGE
PIPING, CHECK VALVE & SHUTOFF VALVE,
ADAPT TO DR-11 PIPE OUTSIDE OF TANK

OUTLET

SECTION

PLAN

OUTLETINLET

GRADE

20" TYP.

LIQUID LEVEL

18"

NOTES:
1. SEPTIC TANK SHALL BE INSTALLED LEVEL.
2. USE 1,000 GALLON DUAL COMPARTMENT WATERPROOF PRECAST

CONCRETE TANK BY CAMP PRECAST MODEL 1000STL2CW, OR EQUAL.
3. ALL TANKS MUST CONFORM TO PART 75-A SPECIFICATIONS OF THE NEW

YORK STATE SANITARY CODE.
4. ADJUST RISER HEIGHT AS NECESSARY TO MEET FINISHED GRADE.
5. SEPTIC TANK CONTENTS (I.E. SLUDGE, SCUM, & OTHER SUSPENDED SOLIDS)

SHALL BE PUMPED OUT EVERY TWO TO THREE YEARS OR WHEN THE TOTAL
DEPTH OF SLUDGE AND SCUM EXCEEDS ON-THIRD OF THE LIQUID DEPTH OF
THE TANK.

6. SEPTIC TANK AND SEWAGE SYSTEM IS NOT DESIGNED TO RECEIVE
DISCHARGE FROM GARBAGE DISPOSALS, WATER SOFTENER BACKWASH, SPA
TUBS, OR GARAGE FLOOR DRAINS. CONSULT WITH DESIGN ENGINEER
SHOULD ANYTHING OTHER THAN SANITARY WASTE BE CONNECTED IN THE
HOME'S PLUMBING SYSTEM.

EXTEND ABOVE
FINISH GRADE

WATER TIGHT
RISER & LID EQUAL
TO POLYLOK

TYP. WATER TIGHT
BOOT

EFFLUENT FILTER
EQUAL TO PL-122
BY POLYLOK

4" MIN. CLEAN SAND
OR PEA GRAVEL

TYP. POLYPROPYLENE
RISERS & LIDS

INLET

60% - 75%
OF VOLUME

25% - 40%
OF VOLUME

4'-1.5" TYP.
LIQUID DEPTH

4" DIA. 90 DEG.
FITTING

4" DIA. TEE
FITTING

4" DIA. CARBON FILTER CAP,
TOP OF CAP 36" ABOVE GRADE

4" DIA. 22 DEG.
FITTING

FINISH GRADE

EXISTING GRADE

FIRST FLOOR SLAB

2' MIN
GROUND WATER, BEDROCK, OR IMPERVIOUS LAYER

1,000 GAL. 1,000 GAL.

CUT TRENCH NO LOWER THAN 12" BELOW
EXISTING GRADE, SEE ABSORPTION
TRENCH DETAILS

1-1/2" DR11 HDPE FORCEMAIN SLOPED
TO DRAIN BACK TO DOSING TANK

D-BOX WITH SPEED LEVELERS
INV.IN=628.27, INV.OUT=628.10

TYP. OF (4) SHALLOW ABSORPTION TRENCHES
INSTALLED SLOPED 1/16" TO 1/32" PER FOOT

4" SCH. 40 PVC
MIN. SLOPE 1/8"/LF

LINE OF BUILDING

FINISH GRADE

Ñ12'

SEPTIC TANK
INV.IN= 631.49

INV.OUT= 631.24

DOSING TANK
INV.IN= 631.21

PUMP ELEV.= 627.38

DATEBY#

REVISIONS

DEEP HOLE TEST PIT (TP)

ORIGINAL SOIL DATA (05/29/25)

0"-7" SANDY LOAM, TAN
7"-19" COARSE SAND/GRAVEL, RED/BROWN

19"-36" COARSE SAND/GRAVEL, BROWN

PERC. TEST DATA

TEST HOLE PT-1 (12" DEEP)
RUN 1 - 2 MIN. 24 SEC.
RUN 2 - 3 MIN. 24 SEC.
RUN 3 - 3 MIN. 54 SEC.
RUN 4 - 4 MIN. 04 SEC.

RESULTING PERC. RATE:
USE 4 MIN. 04 SEC.

TEST PIT & PERCOLATION TEST ANALYSIS WAS CONDUCTED BY AEDA, P.C.,
ON MAY 29, 2025 (LOCATED AS INDICATED ON PLANS)

TOTAL DEPTH OF USABLE SOIL: 36"

DESIGN PERC. RATE: 1-5 MIN/INCH

SEEPAGE OBSERVED @ 36"

TEST HOLE PT-2 (12" DEEP)
RUN 1 - 3 MIN. 35 SEC.
RUN 2 - 4 MIN. 01 SEC.
RUN 3 - 4 MIN. 23 SEC.
RUN 4 - 4 MIN. 30 SEC.

RESULTING PERC. RATE:
USE 4 MIN. 30 SEC.

36"-48" DENSE FINE SAND, GRAY

48"-60" DENSE CMF SAND, BROWN/GRAY

6' MIN.

6

1

24"

6" TYP.

2" MIN.

6" MIN. (SEE NOTE)

2' MIN. CLEARENCE
TO GROUNDWATER

OR BEDROCK6'-0"

NOTE:
DEPTH OF GRAVEL TRENCH BELOW PIPE SHALL VARY BASED ON VARIATIONS IN EXISTING GRADE (LESS REMOVED
TOPSOIL), ESTABLISH GRAVEL TRENCH BEDDING TO MAINTAIN LEVEL PIPE ACROSS ENTIRE LATERAL LENGTH.

CLEAN #2 CRUSHED STONE,
2" MIN. ABOVE AND 6" MIN.

BELOW PIPE (SEE NOTE)

MEDIUM FINE SAND WITH IN-SITU
PERC RATE SIMILAR TO EXISTING

SOIL PERC RATE

4" DIA. PERFORATED
SDR-35 PVC  PIPE WITH
HOLES POINTED DOWN

4'-0"

PERMEABLE GEOTEXTILE
MIRAFI 140N, OR EQUAL

TOPSOIL, SEED & MULCH

CUT HIGH SIDE OF TRENCH MAXIMUM 12" INTO EXISTING
GRADE, LOW SIDE TRENCH CAN BE NO HIGHER THAN

AT TOP OF EXISTING GRADE
(DESIGN ELEV. TO BE CUT 12" INTO GRADE)

TOP OF BACKFILL SLOPE
WHERE APPLICABLE

PERC0LATION RATE APPLICATION
RATE

REQUIRED
AREA

SEPTIC SYSTEM HYDRAULIC LOADING RATES AS REFERENCED FROM TABLE B-3 OF THE '2014 NYSDEC
DESIGN STANDARDS FOR INTERMEDIATE SIZED WASTEWATER TREATMENT SYSTEMS'
¶ ASSEMBLY HALL = 99 SEATS X 5 GPD/SEAT = 495 GPD
¶ OFFICE = 8 EMPLOYEES X 15 GPD/EMPLOYEE = 120 GPD

TOTAL DESIGN FLOW = 615 GPD

ABSORPTION TRENCH SIZING

1 - 5 MIN. 1.20 gpd/sf 513 sf

REQUIRED
LENGTH

256 L.F.

DESIGN FLOW DETERMINATION

PROPOSED
ABSORPTION FIELD

4 - 65 L.F. LATERALS = 260 L.F.

1. TRENCHES ARE TO BE 24" WIDE, AND INSTALLED PARALLEL TO GROUND CONTOURS.
2. TRENCH BOTTOMS MUST BE LEVEL AND AT LEAST 2' ABOVE THE HIGH

GROUNDWATER LEVEL, BEDROCK, IMPERMEABLE SOIL OR LIMITING FACTOR.
3. SIDES AND BOTTOMS OF TRENCHES MUST BE RAKED PRIOR TO PLACEMENT OF

CRUSHED STONE.
4. THE AGGREGATE REQUIRED IS WASHED GRAVEL OR CRUSHED STONE 3

4" TO 11
2" IN

DIAMETER.  LARGER DIAMETER MATERIAL, FINE SUBSTANCES, OR RUN OF BANK
GRAVEL ARE UNACCEPTABLE.

5. MINIMUM DEPTH OF CRUSHED STONE MUST BE 12" (6" OF CRUSHED STONE BELOW
THE DISTRIBUTION PIPE LINE AND 2" ABOVE THE PIPE).

6. PERFORATED PIPE IS TO BE GRADED BETWEEN 1
16" AND 332" PER FOOT WITHIN THE

CRUSHED STONE.
7. ALL ABSORPTION TRENCHES ARE TO BE OF EQUAL LENGTH, A MAXIMUM OF 100 FT

LONG.
8. ALL LINES MUST ORIGINATE DIRECTLY FROM THE DISTRIBUTION BOX.  AT LEAST THE

FIRST 5' OF EACH PIPE CONNECTION FROM THE D-BOX TO THE TRENCHES MUST BE
SOLID, AND ALL OF THESE SOLID PIPES SHOULD HAVE THE SAME PITCH.

9. THERE MUST BE AT LEAST 4' OF UNDISTURBED SOIL BETWEEN ADJACENT TRENCHES.
10. ALL ABSORPTION TRENCHES MUST BE A MINIMUM OF 100' FROM ANY WELL OR BODY

OF WATER.
11. ALL ABSORPTION TRENCHES MUST BE AT LEAST 10' FROM ANY PROPERTY LINE AND

20' FROM ANY BASEMENT FOUNDATION.
12. FINISHED TRENCHES ARE TO BE COVERED WITH UNTREATED BUILDING PAPER,

PERMEABLE GEOTEXTILE FABRIC, OR A 4" THICK LAYER OF HAY.
13. THE SOIL BACKFILL OVER THE HAY OR BUILDING PAPER SHOULD NOT EXCEED 12".
14. ENDS OF PIPES MUST BE PROPERLY CAPPED (i.e. STANDARD PVC PLASTIC END CAPS).
15. PRIOR TO COMPLETING FINAL SYSTEM BACKFILL, THE AUTHORITY HAVING

JURISDICTION SHALL BE CONTACTED FOR PURPOSES OF COMPLETING A FINAL SEPTIC
SYSTEM INSPECTION.

STD. ABSORPTION TRENCH REQUIREMENTS:



9' TYP.9' TYP.

2% MAX.

2% MAX.
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1' TYP.

NO PARKING

3" WIDE BLUE STRIPING AT 36" O.C.

36" SQUARE ANSI COMPLIANT
BLUE SYMBOL

12" TALL BLUE LETTERS

TYP. PARKING
STALL STRIPING
IN BLUE COLOR

ACCESSIBLE
PARKING SIGNAGE

3'
 T

Y
P

.

7'
-0

"

PARKING
RESERVED

"RESERVED PARKING" SIGN
MEETING NEW YORK AND
FEDERAL STANDARDS
(MUTCD R7-8) & "VAN
ACCESSIBLE" SIGN (MUTCD
R7-8P)

12"

18"

FR
O

M
 G

R
A

D
E

"NO PARKING ACCESS
AISLE" SIGN MEETING NEW
YORK AND FEDERAL
STANDARDS

PARKING

ACCESS
AISLE

ACCESSIBLE
VAN

NOTES:
1. MAXIMUM GRADE IN ACCESSIBLE PARKING SPACES AND ACCESS AISLE SHALL BE 2% IN

ANY DIRECTION.
2. PARKING SPACES SHALL BE LAID OUT & STRIPED WITH SIGNAGE IN CONFORMANCE WITH

ANSI A117.1-2003 CHAPTER 502.
3. STALL STRIPING, HC SYMBOL, & ACCESS AISLE STRIPING TO BE EF SERIES FAST DRY

WATERBORNE TRAFFIC PAINT BY ENNIS-FLINT.  VERIFY COLORS W/ OWNER.
4. SIGN POSTS TO BE 2-PIECE BREAK-AWAY WITH BOTTOM POST EMBEDDED 42" BELOW

GRADE & EXTENDING 4" ABOVE GRADE, TOP POST TO OVERLAP WITH BOTTOM POST 6"
& SECURED TOGETHER WITH TWO 3/8" DIA. GALV. HEX BOLTS, NUTS & WASHERS
SPACED Ñ4" APART.  POSTS SHALL BE EQUAL TO 2 LB RIB-BAK U-CHANNEL WITH
POLYESTER POWDER COAT FINISH.

5. PROVIDE 'EMPLOYEE PARKING ONLY' SIGN OUTLINED IN GREEN WITH GREEN LETTERS
AND WHITE BACKGROUND MOUNTED ON SIGN POST AS DESCRIBED IN NOTE #4.

TYP. CONC. SIDEWALK
W/ FULL HEIGHT CURB

TYP. CURB RAMP

TYP. FLUSH SIDEWALK
ALONG ENTIRE LENGTH OF
ACCESS AISLE, SEE SITE PLAN

SEE NOTE #4 & SIGN POST
SECTION FOR TYPICAL SIGN
POST & INSTALLATION

FR
O

M
 G

R
A

D
E

7'
-0

"

ACCESS AISLE SIGNAGE
ACCESSIBLE

PARKING SIGNAGE

"EMPLOYEE PARKING
ONLY" SIGN MEETING NEW
YORK AND FEDERAL
STANDARDS

EMPLOYEE

PARKING

FR
O

M
 G

R
A

D
E

7'
-0

"

ONLY

12"

18"

12"

18"

BASE POST SECTION

8" OVERLAP

42
" M

IN
.

E
M

B
E

D
M

E
N

T

TYP. 2 LB RIB-BAK
U-CHANNEL SIGN POST

TYP. OF 2 MOUNTING
BOLTS W/ POST NUTS

ACCESSIBLE PARKING LAYOUT

SIGNAGE DETAILS

SIGN POST SECTION

SEE NOTE #4 & SIGN POST
SECTION FOR TYPICAL SIGN
POST & INSTALLATION

SEE NOTE #4 & SIGN POST
SECTION FOR TYPICAL SIGN
POST & INSTALLATION

6"
8"

NOTES:
1. PROVIDE TYP. TOOLED FINISH AT PAD EDGES & LIGHT BROOM

FINISH.
2. PROVIDE TYP. SAW CUT CONTROL JOINT AT MIDPOINT OF

PADS EXCEEDING 6'x6', JOINTS TO DIVIDE THE PAD INTO FOUR
QUADRANTS.  DOOR ENTRANCE PADS DO NOT REQUIRE
CONTROL JOINTS.

3. PROVIDE BREAK IN POUR WITH EXPANSION JOINT 1/2" MIN.
THICKNESS USING PREMOLDED FILLER LEFT 1/2" BELOW
SURFACE AT TRANSITION TO ADJACENT ASPHALT OR
CONCRETE SURFACES.

4. WHERE CONC. PAD ABUTS BUILDING FOUNDATIONS, PROVIDE
EXPANSION JOINT & #4 REBAR DOWELS AT 24" O.C.

5. SEAL ALL EXPANSION JOINTS W/ FLEXIBLE SEALANT EQUAL TO
SIKAFLEX-1C SL.

6. SEAL CONC. SURFACE W/ PENETRATING SILANE SEALER EQUAL
TO SILENCURE BY CHEMMASTERS.

9. CONTRACTOR TO SET REBAR & WIRE MESH REINFORCING ON
CHAIRS OR EQUIVALENT METHOD SUCH THAT THE
REINFORCING IS LOCATED APPROXIMATELY ONE-THIRD OF THE
SLAB DEPTH FROM THE TOP OF THE SLAB.

10. SCHEDULE:
HEAVY DUTY -  GENERATOR PAD
LIGHT DUTY - HVAC PAD, LP TANK PAD

8" NYSDOT ITEM #2
COMPACTED GRAVEL

6" THICK 4,000 PSI CONC.
REINF. W/ 6x6 W1.4xW1.4 W.W.M.

COMPACTED
SUBGRADELIGHT DUTY PAD

6"
12

"

12" NYSDOT ITEM #2
COMPACTED GRAVEL

6" THICK 4,000 PSI CONC.
REINF. W/ #3 BARS 18" O.C.E.W.

COMPACTED
SUBGRADEHEAVY DUTY PAD

COMPACTED SUBGRADE

6"

4"
8"

1'
-6

"

6"

1'

TYP. PAVEMENT
SECTIONS

5"

6"

6"

1"

GRADE

4"

TOPSOIL
& SEED

COMPACTED SUBGRADE

1'
-6

"

1" R.

4" CONC. WALK W/ 6x6, W1.4 X W1.4
W.W.M. REINF. 4000 P.S.I. CONC.
(6" CONC. FOR HEAVY DUTY SIDEWALK)

TYP. 8" NYSDOT TYPE 2
COMPACTED GRAVEL1" R.

TYP. PAVEMENT
SECTIONS

NOTES:
1. COORD. & VERIFY ALL CURB HGTS. ABOVE FINISH GRADES W/ ENGINEER PRIOR TO INSTALLATION.
2. PROVIDE TYP. TOOLED FINISH AT SIDEWALK EDGES.
3. PROVIDE TYP. TOOLED/TROWELED CONTROL JOINT AT 5'-0" SPACING.
4. PROVIDE BREAK IN POUR/EXPANSION JOINT W/ 1/2" MIN. THICKNESS PREMOLDED FILLER EVERY 20'-0", ABUTTING ANY BLDG. OR OTHER CONC. STRUCTURE, AND AT JOINT W/ CURB.

LEAVE FILLER DOWN 1/2" BELOW SURFACE & SEAL W/ FLEXIBLE SEALANT EQUAL TO SIKAFLEX-1C SL.
5. PROVIDE LT. BROOM FINISH PERPENDICULAR TO SIDEWALK.
6. MAINTAIN 2% PITCH TO DRAIN ONTO ADJACENT PAVEMENT/GRADE.
7. SEAL CONC. SURFACE W/ PENETRATING SILANE SEALER EQUAL TO SILENCURE BY CHEMMASTERS.
8. WHERE SIDEWALK TRANSITIONS TO A DROP CURB SECTION (TOP OF CURB 1/4" ABOVE PAVEMENT GRADE) MAKE TRANSITION AT 12:1 MAX. SLOPE PER THE TYP. CONCRETE CURB RAMP

DETAIL.  WHERE A CURB WITHOUT A SIDEWALK TERMINATES, TRANSITION TO FLUSH TO PAVEMENT OVER A 2 FT LENGTH.

6"

6"
1'

-6
"

1/
4"

1" R.

6"

DROP CURB SECTION

6"

6"

6"

6"

CURB & SIDEWALK SECTION FULL HEIGHT CURB SECTION

1/2" PREMOLDED JOINT FILLER
RECESSED 1/2" & CAULK WATERTIGHT

TYP. PAVEMENT
SECTION

SIDEWALK TO PAVEMENT JOINT WITHOUT CURB

SIDEWALK EDGE FLUSH W/
PAVEMENT GRADE, SEPARATE
W/ 1/2" JOINT FILLER & SEAL

W/ SIKAFLEX 1-C

5'-0" TYP.
TOTAL WIDTH

GRADE

COMPACTED SUBGRADE

LIGHT DUTY
ASPHALT PAVEMENT

GEOTEXTILE FABRIC - MIRAFI 500X, OR
EQUAL TO BE USED AT ALL TIMES

12" NYSDOT ITEM 304.12 - TYPE 2
GRAVEL SUBBASE

3" COMPACTED DEPTH
ASPHALT CONCRETE - NYSDOT
TYPE 3 BINDER COURSE

1-1/2" COMPACTED DEPTH
ASPHALT CONCRETE - NYSDOT
TYPE 6 TOP COURSE

NOTES:
1. ALL LISTED DEPTHS ARE POST-COMPACTION
2. COMPACT SUBBASE TO AT LEAST 95 PERCENT RELATIVE

COMPACTION WITH RESPECT TO MODIFIED PROCTOR MAXIMUM
DENSITY AS DETERMINED BY ASTM D 1557.

3. WHERE NEW PAVEMENT ABUTS EXISTING PAVEMENT, SAWCUT
EXISTING PAVEMENT FULL DEPTH IN A STRAIGHT LINE & PROVIDE
PAVEMENT KEY BY MILLING TOP 1" OF EXISTING PAVEMENT A
DISTANCE 4 FT BACK FROM THE SAWCUT.

4. APPLY ASPHALT PAVEMENT JOINT ADHESIVE, NYSDOT ITEM
418.7603, AT TOP COURSE PAVEMENT JOINT.

5. TACK COAT SHALL BE APPLIED AT ALL PAVEMENT SURFACES.
6. SEE TYP. CONCRETE CURB/WALK DETAIL FOR CONCRETE

FINISHING.

5' M
IN.*

12

1

112

PAVING

6' TYP. MAINTAIN TYP.
2% SLOPE

NOTES:
*- WHERE ADJOINING PARKING ACCESS AISLE, EXTEND CURB RAMP TO FULL WIDTH OF ACCESS AISLE

PAVEMENT & CURB EDGE
TO BE FLUSH (MAX. ALLOWABLE
CHANGE IN HEIGHT 1/4")

ANSI COMPLIANT CAST-IN-PLACE WARNING STRIP
2'x5', ADA SOLUTION INC. 2460NV11REP

TAPER CURB TO MATCH
SIDEWALK SLOPE

6"

PAVING

EXTERIOR

5'
-0

"
4'

-0
"

WRAP W/ 2 LAYERS
OF 6 MIL POLY

STEEL PIPE SHALL BE SET PLUMB
IN A 18" DIA. AUGERED HOLE W/
SONOTUBE BRACING OR EQUAL &
BACKFILLED W/ 4000 PSI CONC.

MORTARWASH PITCHED
AWAY FROM PIPE

6" DIA. GALV. STEEL PIPE,
PRIMED, FILLED W/ 3000
P.S.I. CONC & SAFETY
YELLOW PLASTIC COVER

ROUND TOP & SMOOTH

NOTES:
1. WOOD SHALL BE ROT/INSECT RESISTANT SPECIES

(i.e. P.T., CEDAR, HEMLOCK, ETC.).

TYP. 6"x6" SQUARE WOOD POSTS
W/ CHAMFERED TOP

4"x4" ARRIS RAILS W/
CHAMFERED ENDS

POST TO EXTEND MIN. 5' BELOW GRADE
IN AUGERED HOLE, BACKFILL POST
W/ TAMPERED ITEM 2 GRAVEL

4'
5'

8'

NOTES:
COORDINATE WITH ARCH. PLANS FOR THRESHOLD COVERAGE & HEIGHT AS RELATES
TO EXTERIOR ENTRY PAD

TYP. MAX. VERTICAL CHANGE IN HEIGHT
OF 1/4" BETWEEN ENTRY PAD &

ADJACENT VERTICAL SURFACE

TYP. 2%

TYP. CONCRETE PAD/WALK
AT MAN DOOR ENTRY

TYP. ANSI/ADA COMPLIANT
ACCESSIBLE THRESHOLD

2"x3"x3
8" PAINTED GALV. STEEL ANGLE

ANCHORED TO FOUNDATION WALL WITH
'SIMPSON STRONG-TIE' TNTT25214H @16"

O.C. (COLOR SELECTED BY OWNER)

5'-0"

5'
-0

"

2
1
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HAS THE EXCLUSIVE RIGHT TO
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TYP. CONCRETE PAD DETAIL
SCALE: N.T.S.
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TYP. PAVEMENT SECTION
SCALE: N.T.S.
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TYP. ACCESSIBLE PARKING SPACE & SIGNAGE DETAIL
SCALE: N.T.S.
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TYP. CONCRETE CURB & WALK DETAIL
SCALE: N.T.S.
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TYP. SIDEWALK CURB RAMP DETAIL
SCALE: N.T.S.

4
C501

TYP. ACCESSIBLE ENTRY DETAIL
SCALE: N.T.S.

8
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TYP. PIPE BOLLARD DETAIL
SCALE: N.T.S.

7
C501

TYP. POST AND RAIL FENCE DETAIL
SCALE: N.T.S.

3
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5'
-0

"
GRADE

2'
-0

"

3/4" SCH. 80 PVC CONDUIT
(BY ELECTRICAL CONTRACTOR)

2'-0" DIA. PRECAST CONCRETE LIGHT POLE BASE,
5000 PSI CONCRETE WITH 5% AIR ENTRAINMENT
& INTERNAL 34" CONDUIT SLEEVE
(BY GENERAL CONTRACTOR)

1" CHAMFER

STEEL BASE PLATE & ANCHOR
BOLTS AS REQ'D

BASE METAL FLASHING COLLAR

HAND HOLD W/ COVER

LIGHT & POLE ASSEMBLY
(BY E.C., SEE ELEC. DWGS)

NOTES:
1. PARKING AREA LIGHT POST BASE TO HAVE #3 STIRRUPS @ 6" O.C. @ FULL LENGTH OF ANCHOR BOLTS

& 12" O.C. FOR REMAINDER W/ 4-#6 VERT. REBARS.
2. ELECTRICAL CONTRACTOR TO BOND AN EQUIPMENT GROUNDING CONDUCTOR (EGC) TO THE LIGHT

POLE FIXTURE SIZED PER N.E.C. STANDARDS FOR GROUND FAULT PROTECTION.
3. LIGHT POLES, FIXTURES, TRENCH EXCAVATION, BEDDING, CONDUITS & CONDUCTORS, & TRENCH

BACKFILL UP TO STONE SUBBASE AND/OR TOPSOIL TO BE PROVIDED BY ELECTRICAL CONTRACTOR
(WITH EXCEPTION TO FIXTURE 'FP1' AS PROVIDED BY GC); FINAL STONE SUBBASE AND/OR TOPSOIL
BACKFILL & CONCRETE POLE BASES TO BE PROVIDED BY GENERAL CONTRACTOR.

4. SAFETY YELLOW PAINT SHALL INCLUDE A CONCRETE PRIMER COAT AND AN ACRYLIC EXTERIOR
MASONRY PAINT FINISH COAT.

EXPOSED PORTIONS OF CONCRETE
BASE SHALL BE PAINTED "SAFETY
YELLOW", SEE NOTE 4.

INLET

FINISH GRADE

UNDISTURBED SOIL

OUTLET

OPENING WIDTH
PER NOTE #2

2'
-0

"
M

IN
. S

U
M

P

4'-0"
MIN.

STORM SEWER
STORM SEWER

NOTES:
1. CONTRACTOR TO SUBMIT PRECAST MANHOLE CONSTRUCTION DESIGN, DRAWINGS

& DETAILS FOR ENGINEER'S REVIEW & APPROVAL. MANHOLE & FRAME SHALL BE
DESIGNED & CERTIFIED FOR H20 LOADING.

2. PROVIDE OPENING SIZE TO MATCH CLEAR OPENING OF CAST IRON FRAME.
3. CAST IRON FRAME & GRATE TO BE EQUAL TO:

¶ 30" SOLID COVER: NEENAH FOUNDRY MODEL R-1557-A W/ "STORM" TEXT

CAST IRON FRAME & SOLID
COVER (SHOP DWG'S REQ'D)

GRAVEL
BACKFILL

TYP. FLEXIBLE POLY
WATERTIGHT BOOT
CONNECTION W/
S.S. HARDWARE

6" MIN. COMPACTED
STONE BEDDING

PRECAST 5,000 PSI CONC.
CATCH BASIN BUILT

TO ASTM SPEC. C478-22
W/ "O" RING JOINTS
(SHOP DWG'S REQ'D)

FRAME SET IN MORTAR
ADJUST TO GRADE W/
PRECAST OR HDPE
GRADE RINGS

STEPS

1'
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"
2'

-0
"

5'
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1'
-0

"
6"

4'
-0

" M
IN

.

SAND

6"

LINING

1'-0"

WATER OR SEWER PIPE

(M
IN

.)

(MAX.)

PIPE DIA. + 24"

1
1

SELECT
GRANULAR

FILL

COMPACTED
GENERAL
BACKFILL
UNLESS

UNSUITABLE

PLACE (2) FULL SHEETS OF
2" RIGID FOAM INSULATION
OVER COMPACTED BACKFILL
(SEE NOTE #4)

PAVEMENT TO BE SAW CUT A MIN.
OF 12" FROM EDGE OF SIDE OF
TRENCH

SUBBASE TO BE INCLUDED UNDER
PAVEMENT REPLACEMENT ITEM

6" WIDE WARNING TAPE

ELEC. SERVCE &
COMMUNICATION

PIPE TRENCH NOTES:
1. ALL LINING MATERIAL SHALL BE SAND GRADED PER NYSDOT TABLE 733-15A.
2. GENERAL BACKFILL SHALL BE NATIVE SOIL EXCAVATED FROM THE TRENCH, FREE OF ANY ROCKS WITH A DIMENSION OF 4

INCHES OR LARGER, WITH NO FOREIGN MATERIAL OR FROZEN EARTH.
3. SELECT GRANULAR FILL SHALL BE GRADED PER NYSDOT TABLE 733-11A AND SHALL BE USED IF EXISTING MATERIAL IS

UNSUITABLE FOR REUSE AS GENERAL FILL.
4. WATER AND SANITARY FORCEMAIN PIPING (WHERE APPLICABLE) SHALL BE INSULATED WHEN A MINIMUM COVER OF 5'-6" IS

NOT ACHIEVED DUE TO SITE CONSTRAINTS. PRIOR APPROVAL BY ENGINEER IS REQUIRED.
5. REFER TO SPECIFICATION SECTION 312316.13 OR 312323 FOR COMPACTION REQUIREMENTS.
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4"

SELECT
GRANULAR

FILL

1'-0"

PIPE DIA. + 24"

1
1

GENERAL BACKFILL
COMPACTED TO 98%

OF MAX. DRY DENSITY

PAVEMENT TO BE SAW CUT A MIN. OF 12"
FROM EDGE OF SIDE OF TRENCH

SUBBASE TO MATCH EXT'G IN
TYPE, DEPTH, FABRIC UNDERLAYMENT, ETC.

6"

STORM SEWER PIPE

(M
IN

.)

MAX. TRENCH
PAYWIDTH NOMINAL

MAX. TRENCH
PAYWIDTH NOMINAL

(MAX.)(M
IN

.)

WRAP PIPE W/ 1/4" PREMOLDED
JOINT FILLER LEFT 1/2" BELOW
FINISH GRADE SURFACE & SEAL
WATERTIGHT W/ SEALANT EQUAL
TO SIKAFLEX-1C SL

HAND TAMP MATERIAL AROUND
PIPE TO SECURE PLUMB

EXTEND PIPE TYP. 1" ABOVE
FINISH GRADE SURFACE

ADAPT HDPE PIPING TO 6" DIA.
SCH.40 PVC VERT. LEADER

DOWNSPOUT ADAPTER EQUAL
TO UDSC-6C BY FERNCO, DOWNSPOUT CONNECTION
AS PERFORMED BY PLUMBING CONTRACTOR

GRADE

8"

480 LUMEN SOLAR POWERED FLAG TOP POLE
LIGHT BY LUMEGEN, OR EQUAL

SEALANT

BASE METAL FLASHING COLLAR

2" DEEP WATERPROOF CEMENT

WOOD WEDGES

CHAMFER

2'-0" DIA. CONCRETE FLAG POLE BASE. PROVIDE
4000 PSI CONCRETE WITH 5% AIR ENTRAINMENT.
CHAMFER THE TOP TO MEET THE BASE COVER

24" SONOTUBE OR EQUIVALENT BRACING
WRAPPED IN TWO (2) LAYERS OF 6 MIL POLY

TAMPERED DRY SAND

16 GA.GALV. CORRUGATED STL. SLEEVE

STL. CENTERING WEDGES

STL. PLATES

SIX #4 VERT. BARS W/ #3 TIES @
12" O.C. 3" CLEAR ALL AROUND

3
4" x 18" GROUND ROD. TIE GROUND ROD
TO FLAG POLE WITH #6 BARE COPPER.

5'
-0

"

20 FT. FLAG POLE ASSEMBLY COMPLETE W/
4'x6' U.S. FLAG EQUAL TO IWW20C61 BY FLAG

POLE WAREHOUSE (FINISH: SATIN)

NOTES:
1. COORDINATE WITH OWNER FOR CUSTOM SIGN BOARD FASTENING REQUIREMENTS.
2. G.C. & E.C. SHALL COORDINATE FOR ANCHORING & ELECTRICAL/DATA REQUIREMENTS PRIOR TO CONSTRUCTION OF SIGN.
3. SEE SITE PLAN DRAWINGS FOR LOCATION. VERIFY LOCATION W/ OWNER/ARCHITECT PRIOR TO INSTALLATION.
4. PROVIDE SIMPSON, OR EQUAL BASEPLATES, HANGERS, ETC. COMPLETE WITH MANUFACTURER'S REQUIRED FASTENERS.

1" DIA. SCH.80 PVC ELEC.
CONDUIT

5'
-0

"
2'

-4
"

BTM. OF FOOTING

TOP OF STONE CAP

TOP OF SIGN
3'

-1
"

TOP OF PIER

5'-0"

3'
-0

"

CUSTOM SIGN BOARD

C
U

S
TO

M
S

IG
N

 B
O

A
R

D

VENEER STONE TO MATCH
BUILDING COLUMN BASES, DESIGN
BASIS 'CLIFFSTONE' SERIES BY
ELDORADO STONE, OR EQUAL IN
BOARD WALK PATTERN

PRECAST CONCRETE PIER,
2'x2' INTEGRAL FOOTING &

12" TO 8" TAPERED PIER
WITH ANCHOR BOLT INSERT

TYP. OF ONE GOOSENECK
LIGHT [SL1] PER SIDE

PT 2x6 EACH SIDE FOR MOUNTING
LIGHT FIXTURE SECURED WITH
'LUC26Z' HANGERS BY SIMPSON,
OR EQUAL, COORDINATE HEIGHT
WITH SIGN COPY

PT 6x6 POST WITH
CHAMFERED TOP

PRECAST CAP WITH MITERED
CORNERS, 'WESTBROOK' BY

ELDORADO STONE, OR EQUAL

POST BASE CONNECTOR 'ABU66Z' BY
SIMPSON, OR EQUAL WITH 1/2"
ANCHOR BOLT & FASTENERS PER
MANUFACTURER

PT 2x6 FURRED POST WRAP SECURED
WITH PT2x4 BLOCKING, VENEER
ASSEMBLY SIMILAR TO PIER DETAIL ON
DRAWING A502 TO BE APPLIED TO
3/4" PT PLYWOOD SHEATHING

CONTINOUS 2x2x1/4 GALV. STEEL
ANGLE SUPPORT TO BE FASTENED TO
WOOD FRAME WITH 3" SDS SCREWS,
MIN. 4 PER ANGLE

Ñ1'-101
2"

CUSTOM SIGN BOARD, ONE
PER SIDE TO BE PROVIDED

BY OWNER, G.C. TO
COORDINATE & PROVIDE

MOUNTING OF SIGN

ELEVATION SECTION VIEW

4'-0"

UNDISTURBED EARTH

RIVER ROCK MULCH
BED MIN. 2' BEYOND
SIGN PERIMETER

9"

COMPACTED
SUBGRADE

MIX OF SMOOTH WASHED RIVER ROCK
(1/2" - 3" DIA.) TO PROVIDE FULL
DEPTH COVERAGE

SEPARATION FABRIC
EQUAL TO MIRAFI 140N

CONTINUOUS
PLASTIC EDGING

NOTES:
PLASTIC EDGING TO BE EQUAL TO ELITE-EDGE BY SURE-LOC WITH
STAKES AND CONNECTORS AS REQUIRED BETWEEN ROCK MULCH AND
GRASS/BARK MULCH AREAS.

6"
3"

BASE LAYER OF NYSDOT #2
WASHED STONE
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TYP. TRENCH DETAIL
SCALE: N.T.S.

13
C502

TYP. LIGHT POLE BASE DETAIL
SCALE: N.T.S.

9
C502

FLAG POLE DETAIL
SCALE: N.T.S.
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TYP. ROOF DRAIN LEADER DETAIL
SCALE: N.T.S.

12
C502

15
C502

DATEBY#

REVISIONS

TYP. DRAIN MANHOLE DETAIL
SCALE: N.T.S.

NOTE:
ALL WORK ASSOCIATED WITH FLAG POLE INSTALLATION INCLUDING BUT NOT
LIMITED TO POLE BASE, POLE, FLAG, & LIGHT TO BE PERFORMED BY GENERAL
CONTRACTOR.

SIGN BOARD DETAIL [ALTERNATE 01]
SCALE: N.T.S.

14
C502

TYP. RIVER ROCK MULCH DETAIL
SCALE: N.T.S.

11
C502



FLOW

PIPE OR
END

SECTION

PIPE END
SECTION

5' MIN.

12
"

M
IN

.

PLAN

ELEVATION

FLOW

EXCAVATE 6'x6'x1'Ñ SUMP
LINED WITH 4"- RIPRAP

FLOW

KEY INTO SLOPE

W
ID

TH
 =

D
IA

. +
 4

'

OUTLET SUMP NOTE:
REPLACE OUTLET SUMP WITH
APPROPRIATE SIZED RIPRAP
PROTECTED OUTLET APRON ONCE
CONSTRUCTION SITE IS
STABILIZED.  TOPSOIL, SEED & MULCH ANY
AREAS DISTURBED
WHILE INSTALLING PERMANENT OUTLET
APRON.

STONE CHECK DAM
AROUND PERIMETER
OF OUTLET

SEDIMENT LOG CHECK
DAM AROUND
PERIMETER OF INLET

EXCAVATE 6'x6'x1'Ñ SUMP
TO COLLECT SEDIMENT

TYP. SEDIMENT LOG /
STONE CHECK DAM

TEMPORARY SUMP EXCAVATED TO
ACT AS SEDIMENT TRAP,
REMOVE SEDIMENT ONCE BUILT
UP TO 3" BELOW PIPE INVERT

TO
E

 O
F

S
LO

P
ESTOCKPILE TO BE

STABILZED W/
TEMPORARY GRASS
COVER, GEOTEXTILE
OR PLASTIC COVERS

IF STOCKPILE IS TO
REMAIN OVER WINTER
FORM A BARRIER OF
HAYBALES AROUND
PERIMETER

NOTES:
WHERE FEASIBLE ORIENTATE THE STOCKPILE LENGTHWISE INTO
THE PREVAILING WINDS

TEMPORARY SILT
FENCE AROUND

PERIMETER

CARTHAGE MILLS FX-11 FILTER
FABRIC, OR EQUAL WITH WIRE
MESH BACKING STAPLED TO
POSTS EVERY 3 INCHES

12" BURY

TYP. 2"x4" WOOD FRAME POSTS
AND CROSS BRACING CENTERED
AROUND CATCH BASIN RIM

18" TYP.

18" MIN.

3' TYP.

RIPRAP APRON SCHEDULE
PIPE DIA. LENGTH* WIDTH DEPTHRIPRAP d50

4"/6" 6 FT+/- 6 FT+/- 9 IN.4"

SECTION

PLAN VIEW

HDPE

HDPE PIPE

GRADE

12"

12"

LENGTH

PIPE DIA.PIPE CL

4"

4"

WIDTH

LENGTH

DEPTH

1'

3'

W=3xDIA.

STONE APRON
RIP RAP

TYP. FLARED END
SECTION W/ RODENT
GUARD  (SEE NOTES)

SLOPE
3:1 MAX.

FILTER CLOTH EQUAL TO
MIRAFI 140N

TOE WALL

STONE APRON MIN.
4" DIA. RIP RAP

OUTLET

F.E.S. & R.G.

- LENGTHS & WIDTHS ARE MINIMUM REQUIRED, CONTRACTOR SHALL EXTEND TO
BOTTOM OF SLOPE, EDGE OF DITCH, ETC. WHERE FIELD CONDITIONS REQUIRE

- RODENT GUARD (R.G.) EQUAL TO METAL ANIMAL GUARD 1270DA BY HANCOR TO BE
INSTALLED AT FOOTING DRAIN & ROOF DRAIN OUTFALLS

12" 10 FT+/- 11 FT+/- 9 IN.4" F.E.S. 

15" 14 FT+/- 15 FT+/- 14 IN.6" F.E.S. 

18" 16 FT+/- 18 FT+/- 16 IN.7" F.E.S. 

NOTES:
1. STONE SIZE - USE 2" STONE, OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT.
2. LENGTH - NOT LESS THAN 50 FEET (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A 30 FOOT

MINIMUM LENGTH WOULD APPLY).
3. WIDTH - TWENTY (20) FOOT MIN., BUT NOT LESS THAN THE FULL WIDTH AT POINTS WHERE

INGRESS AND EGRESS OCCUR (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A 12 FOOT
MINIMUM WIDTH WOULD APPLY).

4. FILTER CLOTH - WILL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING OF STONE
5. SURFACE WATER - ALL SURFACE WATER FLOWING OR DIVERTED TOWARD CONSTRUCTION

ENTRANCES SHALL BE PIPED ACROSS THE ENTRANCE.  IF PIPING IS IMPRACTICAL, A
MOUNTABLE BERM WITH 5:1 SLOPES WILL BE PERMITTED.

6. MAINTENANCE - THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT
TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY. ALL SEDIMENT SPILLED,
DROPPED, WASHED, OR TRACTED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED
IMMEDIATELY.

7. WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED WITH STONE AND
WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING DEVICE.

8. PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED AFTER EACH RAIN.

12' MIN

10
' M

IN

20
' M

IN

50' MIN

3'

PROFILE

PLAN

5:1

S
E

E
N

O
TE

 #
3

EXT'G
ROAD

MIN. 6" THICK
LAYER OF STONE EXT'G

ROAD

OPTIONAL
MOUNTABLE
BERM

FILTER CLOTH

ERECT SILT FENCE
AROUND PERIMETER

OF PIT/LINING

MIN. 10 mil POLY LINING
EXTENDING BEYOND

EXCAVATED PIT

TYP. SANDBAGS TO
BALLAST ENDS OF

LINING

TYP. 2:1 EXCAVATED
PIT SIDE SLOPES

MIN. 10'

MIN. 10'

MIN. 10'x10' PIT
EXCAVATED 3' DEEP

TYP. 2'x4' SIGN POSTED
READING "CONCRETE WASHOUT"

CONCRETE TRUCK
ACCESS TO PIT

NOTES:
1. DO NOT LOCATE CONCRETE WASHOUT FACILITY WITHIN 50 FEET OF A STORM DRAIN

INLET OR SURFACE WATER.
2. INCREASE THE SIZE OF THE WASHOUT FACILITY AS NECESSARY BASED ON CONCRETE

TRUCK TRAFFIC & VOLUME OF WASHOUT DEBRIS.
3. ALL TRUCK WASHOUT SLURRY & EXCESS CONCRETE SHALL BE DISPOSED OF INTO THE

WASHOUT FACILITY.
4. INSPECT DAILY AND DISPOSE OF CONCRETE DEBRIS ONCE WASHOUT AREA IS FILLED TO

75% OF THE HOLDING CAPACITY. TO EASE DISPOSAL ALLOW DEBRIS TO HARDEN PRIOR
TO REMOVAL.

5. AFTER DEBRIS CLEANOUT, REPLACE THE PLASTIC SHEETING LINER.  SHOULD PLASTIC
LINER BE DAMAGED PRIOR TO 75% CAPACITY, DISPOSE OF DEBRIS TO FACILITATE LINER
REPLACEMENT ENSURING WASHOUT SLURRY DOES NOT CONTAMINATE ONSITE SOILS.

6. ONCE ALL CONCRETE POUR ACTIVITIES HAVE BEEN COMPLETED, DISPOSE OF THE
DEBRIS & LINER AND REGRADE AREA TO FINISH GRADE ELEVATIONS.  REVEGETATE
AREA WITH TOPSOIL, SEED & MULCH PER PROJECT SPECIFICATIONS.

FLOW

36" MIN. FENCE POST

6" MIN.

H
E

IG
H

T 
O

F
FI

LT
E

R
16

" M
IN

.

36" MIN. FENCE POSTS,
DRIVEN MIN. 16"
INTO GROUND

10' MAX. C. TO C.

16
" M

IN
.

FILTER CLOTH

EMBED FILTER CLOTH
MIN. 6" INTO GROUND

20
" M

IN
.

PERSPECTIVE VIEW

NOTES:
1. PREFABRICATED SILT FENCE EQUAL TO MIRAFI SILT FENCE W/ MIRAFI 100X WOVEN FABRIC & 1-1/4" SQ. HARDWOOD POSTS.
2. FILTER CLOTH TO BE FASTENED SECURELY TO WOODEN STAKES WITH STAPLES, OR OTHER COMPARABLE FASTENERS.
3. WHERE ENDS OF FILTER CLOTH COME TOGETHER, THEY SHALL BE OVERLAPPED, FOLDED AND STAPLED TO PREVENTSEDIMENT BYPASS,

BUTT JOINTS ARE NOT ACCEPTABLE.
4. MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN "BULGES" DEVELOP IN THE SILT FENCE.

FLO
W

UNDISTURBED GROUND

SECTION

SOIL RESTORATION REQUIREMENTS

TYPE OF SOIL DISTURBANCE SOIL RESTORATION REQUIREMENT COMMENTS / EXAMPLES

NO SOIL DISTURBANCE RESTORATION NOT PERMITTED PRESERVATION OF NATURAL RESOURCES

MINIMAL SOIL DISTURBANCE RESTORATION NOT REQUIRED CLEARING AND GRUBBING

AREAS WHERE TOPSOIL IS STRIPPED
ONLY - NO CHANGE  IN GRADE

HSG A&B-APPLY 6" OF TOPSOIL / HSG C&D-AERATE
& APPLY 6" OF TOPSOIL

PROTECT AREA FROM ANY ONGOING
CONSTRUCTION ACTIVITY

AREAS OF CUT OR FILL HSG A&B-AERATE & APPLY 6" OF TOPSOIL / HSG
C&D-APPLY FULL SOIL RESTORATION

HEAVY TRAFFIC AREAS ON SITE
(ESPECIALLY IN AN ZONE 5-25 FT
AROUND BUILDINGS BUT NOT WITHIN A
5 FT PERIMETER AROUND FOUNDATION
WALLS)

APPLY FULL RESTORATION (DE-COMPACTION AND
COMPOST ENHANCEMENT)

AREAS WHERE RUNOFF REDUCTION
AND/OR INFILTRATION PRACTICES ARE
APPLIED

RESTORATION NOT REQUIRED, BUT MAY BE
APPLIED TO ENHANCE THE REDUCTION SPECIFIED
FOR APPROPRIATE PRACTICES

KEEP CONSTRUCTION EQUIPMENT FROM CROSSING
THESE AREAS. TO PROTECT NEWLY INSTALLED
PRACTICE FROM ANY ONGOING CONSTRUCTION
ACTIVITIES CONSTRUCT A SINGLE PHASE
OPERATION FENCE AREA

REDEVELOPMENT PROJECTS

SOIL RESTORATION IS REQUIRED ON
REDEVELOPMENT PROJECTS IN AREAS WHERE
EXISTING IMPERVIOUS AREA WILL BE CONVERTED
TO PERVIOUS AREA

SOIL RESTORATION NOTES:
DURING PERIODS OF RELATIVELY LOW TO MODERATE SOIL
MOISTURE, THE DISTURBED SUBSOILS ARE RETURNED TO
ROUGH GRADE AND THE FOLLOWING SOIL RESTORATION
STEPS APPLIED:
1. APPLY 3 INCHES OF COMPOST OVER SUBSOIL
2. TILL COMPOST INTO SUBSOIL TO A DEPTH OF AT LEAST

12 INCHES USING A CAT-MOUNTED RIPPER, TRACTOR
MOUNTED DISC, OR TILLER, MIXING, AND CIRCULATING
AIR AND COMPOST INTO SUBSOILS

3. ROCK-PICK UNTIL UPLIFTED STONE/ROCK MATERIALS
OF 4 INCHES AND LARGER SIZE ARE CLEARED OFF THE
SITE

4. APPLY TOPSOIL TO A DEPTH OF 6 INCHES
5. VEGETATE AS REQUIRED BY SEEDING SPECIFICATIONS

COMPOST SPECIFICATIONS:  COMPOST SHALL BE AGED,
FROM PLANT DERIVED MATERIALS, FREE OF VIABLE WEED
SEEDS, HAVE NO VISIBLE FREE WATER OR DUST PRODUCED
WHEN HANDLING, PASS THROUGH A HALF INCH SCREEN AND
HAVE A pH SUITABLE TO GROW GRASS.

AERATION:  INCLUDES THE USE OF MACHINES SUCH AS
TRACTOR DRAWN IMPLEMENTS WITH COULTERS MAKING A
NARROW SLIT IN THE SOIL, A ROLLER WITH MANY SPIKES
MAKING INDENTATIONS IN THE SOIL, OR PRONGS WHICH
FUNCTION LIKE A MINI-SUBSOILER.
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SOIL RESTORATION REQUIREMENTS
SCALE: N.T.S.

21
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TYP. TEMPORARY CONCRETE WASHOUT DETAIL
SCALE: N.T.S.

16
C503

TEMPORARY PIPE INLET/OUTLET PROTECTION DETAIL
SCALE: N.T.S.

22
C503

TYP. SILT FENCE DETAIL
SCALE: N.T.S.

17
C503

TYP. STOCKPILE STABILIZATION DETAIL
SCALE: N.T.S.

19
C503

TYP. DRAIN BASIN INLET PROTECTION DETAIL
SCALE: N.T.S.

20
C503

TYP. STABILIZED CONSTRUCTION ENTRANCE
SCALE: N.T.S.

23
C503

DATEBY#

REVISIONS

TYP. RIPRAP APRON DETAIL
SCALE: N.T.S.

18
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